. SUBMIT IN me’m:' Sa bl
STATE CTAH (Other instruct %lon R
DEPARTMENT OF NATURAL RESOURCES reverse side)
DIVISION OF OIL, GAS, AND MINING 5 Lense Designation and Serial No:

14-20-H62-4310

€. If Indian, Alottee or Tribe Name

APPLICATION FOR PERMIT-TO DRILL, DEEPEN, OR PLUG BACK

Ute
la. Type of Work 7. Unit Agreement Name
DRILL I[]. . DEEPEN [J . PLUG BACK []
b. Type of Well ) ' N/A
9\72" m %V‘:I] Other L glo’;::ele D )Zduunl:mle D 8, Farm or Lease Name
2. Name of Operator . Biddle

Lirmar Energy Corporation ﬁE.CE_}VED 5 Well o,

3. Address of Operator 6‘1806
. ” 710 Field and Pool, or Wildcat
P,0. Box 1327, Roosevelt, Utah 84066 e b e . . amnr -
4. Location of Well (Report location clearly and in accordance with any State req@iifFotp?® A/ 130 Cedar Rim
At surface 1. Sec., T., R., M., or Bik
( SW.LNE.L) ’ ’ and"Su;vey"or Aroe; ’
927*' FNL, 1855" FEL
] ity . P £ Y .
At proposed prod. zone DiVIS!QN OF ::9'“.
Same . GAS & MINING Sec, 18-T3S-R6W,USB&M
14. Distance in miles and direction from nearest town or post office® o 12. County or Parrish  13. State
15 miles Northwest of Duchesne, Utah Duchesne Utzh
15. Distance from proposed® 16. No. of acres in Jease 17. No. of acres assigned
location to l;ures'i_ @ ' . . to this well
»n Tt ease line, ft. .
T Alno to nenrest drig. line, if any) 22T 640 640
18. Distance from proposed location® 19. Proposed depth 20. Rotary or cable tools
to nearest well, drilginz. completed, ) ’
or applied for, on this lease, l.t. None 11 .500 Rotgrv
| 21. Elevations (Show whether DI-", RT, GR., ete.) 2_2. Approx, date work wili start®
: GROUND ELEV, 6328°* February 8, 1985
{ 23. PROPOSED CASING AND CEMENTING PROGRAM
! Size of Hole Size of Casing Weight per Foot Setting Depth Quantity of Cement
SEE ATTACHED ’ .

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: 1If proposal is to deepen or plug back, give dat on present productive zone and proposed new pro-
ductive zone. 1f proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

24. .
Sirned ‘{/“/m jﬁ ’ e Bvan Gentile, Land Agent = .. 1/22/85

(This space for Federal or State office use)

Permit No...... LS Approval Date

Approved by.(/:. g/_ . Zr'th A Title D'STR'CT MANAGER Date. ‘g//%j

Conditions approval, if any:

" F APPROVAL
UL 08p-5 M- 103 NOTICE O CSRAITINS OF APPROYAL ATTACHED

*See Instructions On Reverse Side TO GRGRATERN'S COPY



LINMAR ENERGY CORP
WELL LOCATION PLAT

BIDDLE 6-/8C6

89°5/'E

LOCATED I‘HE NW% OF THE NE% OF
SECTION 18, T3S, R6W, U.S.B.&M.

76.71 chs.

e

927’

| 1855°

N ,
BIDDLE" 6-/8C6

GROUND ELEV : 6328 (U.5.G.5. MAF)

, 4

b $

S N '

Y : NORTH

/8

| SCALE:1"=1000'
\i‘

N v

S o

g Q
>

NE89°56'E

LEGEND & NOTES

DATA FROM PREVIOUS OIL WELL SURVEYS
WAS USED FOR CALCULATIONS.

THE GENERAL LAND OFFICE PLAT WAS

USED FOR REFERENCE AND CALCULATIONS.

82-121-062 28 Dec. '84

77 .03 chs.
SURVEYOR'S CERTIFICATE

| hereby certify that this plat was prepared
from field notes of an actual survey
performed by me, during which the shown
monuments were found or established.

JERRY D. ALLRED & ASSOCIATES
K A Surveying & Engineering Consultants

121 North Center Street
: P.O. Drawer C
DUCHESNE, UTAH 84021

(801) 738-8352
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ADJUSTABLE CHOKE

—TO MUD TANKS

[>< CASING)
HEAD

A X
< ?g*:>< —7T0 FLARE PIT
= —T0 GAS BUSTER

HYDRAULIC CHOKE

Minimum 3,000 PSI BOPE is to be installed after setting surface pipe.

All preventers are to be tested to 2000 PSI (80% of burst strength IYP

for surface) prior to drilling out casing shoe.

Minimum 5000 PSI BOPE is to be installed after setting the long string.

" The pipe rams and blind rams are to be tested to 5000 PSI and the annular

preventer to 2500 PSI prior to drilling out shoe.

All auxillary BOPE will be

tested to appropriate pressures when BOP'S are

tested. (Manifold, upper and lower Kelly cocks, valves, and inside BOP).

After drilling the shoe, th

e casing seat will be pressure tested to an

*

equivalent mud weight of 13.5 ppg.



CONDITIONS OF APPROVAL

The Vernal District Petroleum Engineers have reviewed the Application
for Permit to Drill for technical adequacy and concur with the down
hole portion of the request providing the following stipulations are
included as a part of the approval:

1. Daily drilling and completion progress reports shall be submitted
to ‘this office on a weekly basis.

2. No chromate additives will be used in the drilling fluid without
prior approval from the BLM, VDO, BFM.

3.. Location of Tank Batteries and Production Facilities:

A11 loading 1ines will be placed inside the berm surrounding the
tank battery.




CONDITIONS OF APFROVAL FOR NOTICE TO DRILL
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Company: LINMAR _ENERGY_ CORFORATION Well No: Biddle 6-18Cé
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Location: Section_ 18-T35-RéW, USH Lease Not 14-20-H&2-4310

R - T T % 0 o S TS 5. NS .4 . CLo2s desee seses i smins sbeme sunre SSote $o0st sease bhiss secbe soete Wt

Onzite Inspection Date! January 18, 1985

All lease and/or unit operations will be conducted in such a
manner that full compliance is made with applicable laws,
regulations, Onshore 0il and Gas Order No. 1, and the approved
plan of operations. The operator is fully responsible for the
actions of his subcontractors. A copy if these conditions will
be furnished the field representative to insure compliance.

A. DRILLING_FROGRAM

1. Burface Formation and Estimated Formation Tops:
Duchesne Rvir Fm. Surface
Uintah Fm. 1, 6007
Green River Fm. 4,100°
Wasatch Fm. 8, 200°

R e LR S ot P R RS PR AN 2L S PP I PO A L . SUTH s S T 453\ 0~ .= . M. SO~ 0. -2 1. 1.
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Formation Zone

Expected 0il Zones: GR/Wasatch 6000-TD

Expected Gas Zones:!: GR/Wasatch 6000-TD
Expected Water Zones: Uintah_______ Surface to

15007

e Seres S4Tes Sauis Sh0ar Semes S2uvs somse fontm Yestm e Seas wuins e Suree bober dmas

All fresh water and prospectively valuable minerals (as
described by BLM at onsite) encountered during drilling,
will be recorded by depth and adequately protected. All
0il and gas shows will be tested to determine commercial
potential.

. Presswe Control Equipment:

Minimum 3000 psi BOPE will be installed prior to
drilling the surface pipe shoe. Minimum S000 psi BOPE
will be installed prior to drilling the Intermediate
casing shoe. Pit Volume Totalizers, Flow sensors,
Automated Choke Manifold, Gas Buster, Lower Kelly Cock,
and stabbing valves will be available when drilling
below 9,000°,



® ®

BOF systems will be consistent with AFI RFS3. FPressure
tests will be conducted before drilling out from under
casing strings which have been set and cemented in
place. Rlowout preventer controls will be installed
prior to drilling the surface casing plug and will
remain in use until the well is completed or abandoned.
Freventers will be inspected and operated at least daily
to ensure good mechanical working order, and this
inspection will be recorded on the daily drilling
report. Freventers will be pressure tested before
drilling casing cement plugs.

The District Office should be notified, with sufficient
lead time, in order to have a BLM representative on
location during pressure testing.

A rat-hole driller will be used to drill a 30" conductor
hole to a depth of between 40 and 80 feet. 20" pipe
will then be ran and cemented to surface.

12-1/4" hole will be drilled to S500-2000°, 9-5/8"
casing ran and cemented to surface.

BOPE will be installed and tested. 8-3/4" hole will be
drilled to 8000-9000 feet. 7" casing will be ran from
surface to TD and a minimum of 1500° will be cemented.

BOFE will be installed and tested. 6" hole will be
drilled to TD, 10500-11500°, 5" liner will be run and
cemented from the intermediate casing to TD.

Anticipated cement tops will be reported as to depth;
not the expected number of sacks of cement to be used.
The District Office should be notified, with sufficient
lead time, in order to have a BLM representative on
location while running all casing strings and cementing.
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The well will be drilled to the bottom of the surface
pipe, using fresh water and fresh gel mud, with air as
required to maintain circulation.

After setting the surface pipe, the well will be drilled
to approximately 7000 using fresh water.

Fresh gel mud will then be utilized, weighted as
necessary, with barite, for the remainder of the hole.

K



A minimum of 1000 sacks of barite will be maintained on
location when drilling below 80007,

No chromate additives will be used in the mud system on
Federal and Indian lands without prior BLM approval to
ensure adequate protection of fresh water aquifers.

No DST’s or Cores are planned.

DIL-GR log will be ran from the bottom of the surface
pipe to TD. : :

CNL-FDC—-GR and Mud logs will be ran from approximately
60007 to TD,

Whether the well is completed as a dry hole or as a
producer, "Well Completion and Recompletion Report and
Log” (Form I140-4) will be submitted not later than 30
days after completion of the well or after completion of
operations being performed, in accordance with 43 CFR
3164, Two copies of all logs, core descriptions, core
analyses, well-test data, geoclogic summaries, sample
description, and all other surveys or data obtained and
compiled during the drilling, workover, and/or
completion operations, will be filed with form 31&0-4,
Samples (cuttings, fluids, and/or gases) will be
submitted when requested by the authorized officer (AQ).
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The Duchesne River, Uintah and Upper Green River
Fms. (to approximately 6000°) are expected to be normal
or under—-pressured. Lost circulation may be a problem.

The Middle and Lower Wasatch Fm. is expected to be
over-pressured. Mud weights of 9-11 ppg may be required
to maintain pressure equalibrium. The estimated BHP at
10500° is 9500 psi. maximum, although the formation
pressures of individual zones are expected to vary
widely.

No other drilling hazards are anticipated.

s



No location will be constructed or moved, no well will
be plugged, and no drilling or workover equipment will
be removed from a well to be placed in a suspended
status without prior approval of the A0. If operations
are to be suspended, prior approval of the AD will be
obtained and notification given before resumption of
operations.

The spud date will be reported, orally, to the AD within
48 hours after spudding. If the spudding occcurs on a
weekend or holiday, the report will be submitted on the
next following, regular work day. The oral report will
be followed up with a Sundry Notice.

In accordance with Onshore 0il and Gas Order No. 1, this
well will be reported on Form 9-329, "Monthly Report of
Operations", starting with the month in which operations
commence and continuing each month until the well is
physically plugged and abandoned. This report will be
filed, in triplicate, to the Vernal BLM District Office,
170 South 300 East, Vernal, Utah 84078.

Immediate Report: Spills, blowouts, fires, leaks,
accidents, or any other unusual occuwrrences shall be
promptly reported in accordance with the requirements of

NTL-ZA or its revisions.

(If a replacement rig is contemplated for complecion
operations, a "Sundry Notice" (Form 31460-%) to that
effect will be filed, for prior approval of the A0, and
all conditions of this approved plan are applicable
duwring all operations conducted with the replacement
iga.?

Upon completion of Drilling operations, the drilling rig
will be released and rigged down. Completion operations
will be performed, utilizing a completion rig.

Should the well be successfully completed for
production, the A0 will be notified when the well is
placed in a producing status. Such notification will be
sent by telegram or other written communication, not
later than five days following the date on which the
well is placed on production.



Fursuant to NTL-2B, with the approval of the District
Engineer, produced water may be temporarily disposed of
into unlined pits for a period of up to 90 days. During
the period so authorized, an application for approval

af the permanent disposal method, along with the
required water analysis and other information, must be
submitted to the District Engineer.

Fursuant to NTL-4A, lessees or operators are authorized
to vent/flare gas duwing initial well evaluation tests,
not exceseding a period of 30 days or the production of
S0 MMCF of gas, whichever occcurs first., An application
must be filed with the District Engineer and approval
received, for any venting/flaring of gas bhevond the
initial 30 day or authorized test period.

A schematic facilities diagram, as reqguired by 43 CFR
F162.7-2, FT16&2.7-3, and 3I162.7-4, shall be submitted to
the appropriate District Office within 30 davs of
installation or first production, whichever occurs
first. All site security regulations as specified in 43
CFR 3162.7 shall be adhered to. All product lines
entering and leaving hydrocarbon storage tanks will be
effectively sealed in accordance with 43 CFR 3162.7-4.

A first production conference will be scheduled, within
15 days after receipt of the first production notice.

No well abandonment operations will be commenced without
the prior approval of the AQ. In the case of newly
drilled dry holes or failures, and in emergency
situations, oral approval will be obtained from the AQ.
A "subsequent Report of Abandonment” Form 3140-5, will
be filed with the AD within 30 days following completion
af the well for abandonment. This report will indicate
where plugs were placed and the current status of
surface restoration., Final abandonment will not be
approved until the swface reclamation work required by
the approved AFD or appraved abandonment notice has been
completed to the satisfaction of the A0 or his
representative, or the appropriate Suwrface Managing
Agency.

Fursuant to Onshore 0il and Gas rder No. 1, lessees
and operators have the responsibility to see that their
exploration, development, production, and construction
operations are conducted in a manner which conforms
with applicable Federal Laws and regulations and with
State and local laws and regulations to the extent that
such State and local laws are applicable to operations
on Federal or Indian lands.

n



a. Location of proposed well in relation to town or
other reference point: 4 miles North and 11 miles
West of Duchesne, Utah.

b. Froposed route to location: From Duchesne, Utah,
travel West, on U.8. 40, 6 miles, then North 2 miles,
then West 6 miles, to the location.

c. Location and description of roads in the area: All
of the road except the last .35 miles is already in
existence.

d. ‘Flans for improvement and/or maintenance of existing
roads:  Existing road is U.S5. Highway 40 and oilfield
access road. That which is not maintained by State
of Utah, will be graded and maintained for all
weather use. See attached topo map.

e. Other: 0.35 miles of new road will be required on
Fee surface.

a. Width: 30" ROW to include 18° running surface road.
Additional ROW will be needed for gas pipelines and
power lines.

b. Maximum Grade: 8%.
. Turnouts: Possibly one.

d. Location {(centerline)! Beginning at a point located
16007 East of the NW corner of Section 18-T3I5~-Ro6W:
proceeding Southeast 1B00° to the location.

e. Drainage! Roadway drainage will be provided in
accordance with "Surface Operating Standards for 0il
and Gas Exploration and Development". Culverts will
be placed as required to maintain present drainage.

f. Surface Materials (sowrce): All roads will be built
using native materials, capped, where necessary, with
roadbase from commercial gravel pits in the area.



g. Other:

All travel will be confined to existing access road
rights—of-way.

If the surface rights are owned by the Ute Indian
Tribe and mineral rights are owned by another entity,
an approved right—of-way will be obtained from the
EIA before the operator begins any construction
activities. I+ the suwrface is owned by another
entity and the mineral rights are owned by the Ute
Indian Tribe, rights—of-way will be obtained from the
other entity.

See Attached Well layout plat.

All permanent (on site for six months or longer)
structures constructed or installed (including oil well
pump jacks) will be painted a flat, non-reflective,
earthtone color to match one of the standard
environmental colors, as determined by the Rocky
Mountain I State Interagency Committee. All facilities
will be painted within 6 months of installation.
Facilities required to contorm with

0.5.H.A. (Occupational Safety and Health Act) will

be excluded.

I+ a tank battery is constructed on this lease, it will
be surrounded by a dike of sufficient capacity to
contain 1.5 times the storage capacity of the battery.

Tank batteries will be placed on the South side of the
location, between points 2 and 8. Emergency Pit on
Northeast side, near point 7. All loading lines will be
placed inside the berm suwrrounding the tank battery.

All site security guidelines identified in 43 CFR 31&2.7
regulations will be adhered to.

All off-lease storage, off-lease measurement, or
commingling on-lease or off-lease will have prior
written approval from the A0. Per existing gas
contracts in the Greater Altamont-Bluebell Area, Gas
will be metered at the wellsite and volumes will be
adjusted to conform with the Plant Inlet Master Meter.



Gas meter runs for each well will be located within S00
feet of the wellhead. The gas flowline will be buried
or anchored down, from the wellhead to the meter and 500
feet downstream of the meter run or any production
facilities. Meter runsg will be housed and/or fenced.

The o0il and gas measurement facilities will be installed
on the well location. The o0il and gas meters must be
calibrated in place prior to any deliveries. Tests for
meter accuracy will be conducted monthly for the first
three months for new meter installations and at least
quarterly for other meter installations. The AD will be
provided with a date and time for the initial meter
calibration and all futwe meter proving schedules. A
copy of the meter calibration reports will be submitted
to the Vernal District Office. All meter measurement
facilities will conform with the API standards for
liquid hydrocarbons and the ABA standards for natural
gas measuwrement.

If fill materials are needed to construct roads and well
sites, proper permits will be obtained. A copy of the
permit needed to obtain water will be attached to the
application if water is to be used for the drilling.
Information for permits will include: (a) the
appro}dimate amount of water or materials needed, (b)
location and ownership of the water rights or materials
to be used and, (<) the approximate amount of time the
water or materials will be required.
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Storage tanks will be used if drill sites are located on
tribal irrigable land or on lands under crop

production. All reserve pits will be lined with

clay and bentonite, at least 2 pounds per square foot.

Burning will not be allowed. All trash must be
contained and disposed of by containment in a trash cage
and disposal in an approved, sanitary landfill.

Froduced waste water will be confined to a bentonite
lined pit for a period not to exceed 90 days after
initial production. During the 90 day period, an
application for approval of a permanent disposal method
and location, along with required water analysis, will
be submitted for the AO0's approval. Failure to file an
application within the time allowed will be considered
an incident of noncompliance and will be grounds for
issuing a shut—in order.

8



Northwest Side of the location, between points 4 and 5
of the Wellsite Layout Plat.

Wellsite Layout: The reserve pit will be located on the

The stockpiled topsoil will be stored on the Northeast
side of the location, near point & of the Wellsite

Layout Plat.

Access to the well pad will be from the West, between
points 2 and 3 of the Wellsite Layout Plat.

The trash pit will be located: None allowed.

Reserve pits will be fenced with a wire mesh fence and
topped with at least one strand of barbed wire. Fencing
will be on three sides, while drilling, an the fourth
side after releasing the drilling and completion rigs.

Operator’s employees, including subcontractors, will
not gather firewood along roads constructed by
operators. [If wood cutting is required, & permit will
be obtained from the Forestry Department of the ERIA
pursuant to 25 CFR 169.17 "Assessed Damages Incident to
Right—of-way Authorization". All operators,
sub-contractors, vendors and their employees or agents
may not disturb saleable timber (including firewood)
without a duly granted wood permit from the RIA
forester.]l Trees from the location will be cut and
hauled off or bucked at the edge of the location, at the
operators discretion.

Immediately upon completion of drilling, the location
and surrounding area will be cleared of all debris,
materials, trash and junk not required for production.

Before any dirtwork to restore the location takes place,
the reserve pit must be completely dry and all cans,
barrels, pipe, etc. will be removed.

All disturbed areas, not required for production
operations, will be recontoured to the approximate
natuwal contours.

The stockpiled topsoil will be evenly distributed over
the disturbed areas.



10,

11.

Frior to reseeding, all disturbed areas, including the
access roads, will be scarified and left with a rough
surface.

Seed will be broadcast or drilled at a time specified by
the Fee Suwface Owner. If broadcast, a harrow or some
other implement will be dragged over the seeded area to
assuwre seed coverage.

The seed mixture to be used will be specified by the
Fee Surface Owner, at the time of restoration.

The reserve pit and that portion of the location and
access road not needed for production or production
facilities will be reclaimed.

Abandoned well sites, roads, or other disturbed areas
will be restored to near their original condition. This
procedure will include: {a) reestablishing irrigation
systems where applicable, (b)) reestablishing soil
conditions in irrigated fields in such a way as to
insure cultivation and harvesting of crops and, (<)
insuring revegetation of the disturbed areas to the
specification of Fee Surface Owner at the time of
abandonment.

The operator will submit a plan for controlling noxious
weeds along rights-of-way for roads, pipelines, well
sites or other applicable facilities. A list of
noxious weeds can be obtained from the appropriate
county extension office.

surface and Mineral Ownership:! The surface is owned by

George H. Biddle, 4161 King Street, Burbank, CA 21505
and minerals are owned by the Ute Indian Tribe.

Other Information:

Usable wood will be cut and hauled off. The stubble
will be worked into the top soil.

While drilling, the reserve pit will be fenced on three

sides. When the completion rig moves off, the fourth
side will be fenced.

10



There will be no deviation from the proposed drilling
and/or workover program without prior approval from the
A,  SBafe drilling and operating practices must be
observed. All wells, whether drilling, producing,
suspended, or abandoned will be identified in accordance
with 4% CFR 3162.2.

"Sundry Notice and Report on Wells" (Form 3160-5) will
be filed for approval for all changes of plans and other
aoperations in accordance with 43 CFR 31&4.

The dirt contractor will be provided with an approved
copy of the swface use plan.

A cultuwral resouwrce clearance will not be required
before any construction begins. If any cultural
resources are found during construction, all work will
stop and the A0 will be notified.

This permit will be valid for a period of one vear from
the date of approval. After permit termination, a new
application will be filed for approval for any future
operations.
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Operator®s employees, including subcontractors, will not
carry fire-arms or other weapons that may be used to
kill game animals.

Operator®s employees, including subcontractors, will be
confined to established roads and well sites. The
purpose of this is to prevent soil erosion, and to
prevent harassment of game animals or livestock with
off-road vehicles such as snowmobiles, motorcycles, o
4-wheel drives.

[All roads constructed by operators on the Uintah and
Ouray Indian Reservation will have appropriate signs.
Signs will be neat and of sound construction. They will
statel (a) that the land is owned by the Ute Indian
Tribe, (b) the name of the operator, () that firearms
are prohibited to all non-Ute Tribal members, (d) that
permits must be obtained from the HIA before cutting
tfirewood or other timber products and (e) only
authorized personnel are permitted on location.]l

11
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A bench mark will be established near each well site at
a location where it will not be destroved. The bench
mark will be a brass cap set in concrete. The brass cap
will show the well number and elevation to the nearest
one-tenth of a foot. The cuts and fills diagram for the
well site will show elevations in relation to the bench
mark. ’

Evan Gentile

ITIT East 200 North
F.0. Box 1327
Roosevelt, Utah 84046

(801) 7224546

Certification:

I hereby certify that I, or persons under my direct
supervision, have inspected the proposed drillsite and
access route, that I am familiar with the conditions
which currently exist, that the statements made in this
plan are true and correct to the best of my knowledge:
and, that the work associated with the operations
proposed herein will be performed by LINMAR ENERGY
CORFORATION and its contractors and subcontractors in
conformity with this plan and the terms and conditions
under which it is approved. This statement is subject
to the provisions of 18 U.S5.0. 1001 for the filing of a
false statement.

January 21, 1985 Jé££Zzi§2L<é:;2 mmmmmmmmmmmmmm

Date Evan Gentile
L.and Agent

PATE: January 18, 1985

FOARTICIFANTS: TITLE:
Amy Heuslein Environmental Scientist, BLM
Jerry Allred Registered Land Surveyor
Fay Seeley Surveyor
John Fausett Dirt Contractor
Evan BGentile Land Agent for Linmar Energy Corp.
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APPLICATION NO............... Y - S 20

DISTRIBUTION SYSTEM.

Form 111 8 61-2M

Application For Temporary Change of Point of Diversion,
Place or Purpose of Use  HECHIVELD
STATE OF UTAH FER 11 1935

To Be Filed in Dupli
(To Be in Duplicate) VIS8 GF O

‘J%g’w RN 345 & MINIKYE

—— Roosevelt.. Utah....... Jaouaxy 29....19.....85. .
Place Date ‘

For the purpose of obtaining permission to temporarily change the point of diversion, place or purpose of use
(Strike out written matter not nevded)

of water, the right to the use of which was acquired by..... Burf_auofReclamatlon,App ll catlon#36638

(Give No. qf application, title and date of Decree and Award No. )
to that hereinafter described, application is hereby made to the State Engineer, based upon the following showing of
facts, submitted in accordance with the requirements of the Laws of Utah.

1. The owner of right or application ia...--.(—‘.e.n.t.;ag,..U.t.sah.Wﬁys%x..c:qn.s.exyanqx..D.i.s.t..r.i.g.t; ........................
2. The name of the person making this application is.. EVan Gentile, for Linmar Energy Corporation

3. The post office address of the applicant is.....P..Q._Box¥ 1327, . Roosevelt. Utah 84066 .. ... ...

PAST USE OF WATER

4. The flow of water which has been used in second feet is___,___,,_?_QQ;‘_QQ,Q__?}9_1:9_,??}?_1? ....................................

5. The quantity of water which has been used in acre feet 8. i

6. The water has been used each year from....................ocoooiiimviiii.. 8O o e e . incl.
. (Month) (Day) {Month) (Day)

7. The water has been stored each year from......... Janvary 1 ... .. to......... December 31 . incl,
(Month) (Day) (Month) (Day)

8. The direct source of supply is.Strawberry River . ... . .. in ... Duchesne . . ... ... . County.

9. The water has been diverted into......coeeeveveeemeeemeneeieneenn. g;:::; at a point located..S.,..2754 .. E,..457" ...

from.the -NE.-Corner.of -Section -28,--T3S8,--ROW,-- TSN e enmmmmi e

10. The water involved has been used for the following purpose: ............. Ixxigation ... .. ...

................................................................................................ Total ...t aiaaeia.. BCTOS

NOTE: If for irrigation, give legal subdivisiona of land and total acreage which has been irrigated. If for other purpaes. give
place and purpose of use.

THE FOLLOWING TEMPORARY CHANGES ARE PROPOSED

11. The flow of water to be changed in cubic feet per seCond 1S ... o e e
" 12. The quantity of water to be changed in acre-feet is ...... JU—— T Y R Vol i
13. The water will be diverted into the.. Water. . Trucks............ ditch g4 4 point located ..Noxth..2,000". .. ...

canal

.and. West.. 1,500 _from.the. Nartheast Corner.of.Secktion.36,. . T3IS,..R6W, USM. . ... ...

14. The change will be made from...... January..29.......... L1985, to.January.28. ... L1986, .

(Period must not exceed one year) .

15. The reasons for the change are. Water has been purchased from Central Utah Water Conservancy

............................................................................................................

District.to dxi

and the Bley 2-25C7

16. The water invalved herein has herowofore been temporarily changed ... ... .. years prior to this application.

NOTE: If for irrigation. . e legal subdivisions of land o be wrigated. If for other purposes, give place and purpose of proposed use.

Y, .y
ﬁ)t,o[w?‘r(’_ Mymww\,m EXPLANATORY . ..5 » '3  Biswe b/

e RLON 1~ 5Dl v
p/ %&(‘& L [} r

..................................................................................................................................................

A1 the McFarlane.l-4D6,. Retexson. l=2R&..Ford.2-13C7, Biddle 6-18C6,

S, RoW, 3.) Sec.13,T3SR7W, 4.) Sec.l1l8,T3SR6W,

el

5.} Sec.25.738. 87 4301331615 Pow|WSTC.  43-013-31089 uwfuwstC. 45-013-31081 PA

............................................... S T TtV

7.50

A filing fee in the sum of $XH0is submitted herewith. 1 agree to pay an additional fee for either investigating or ad-
vertising this chan both, upon thg request of the State Engineer.

Central Utah Water Conservancy Distri¢t

agﬁ; _— /fi .///i l/)

. Signpture of Applicant
Linmar Energy Corpord€idh,

I A




¢ | o

RULES AND REGULATIONS
(Read Carefully)

This application blank is to be used only for temporary change of point of diversion, place or nature of use for a
definitely fixed period not to exceed one year. If a permanent change is desired, request proper application blanks from
the State Engineer.

Application for temporary change must be filed in duplicate, accompanied by a filing fee of $5.00. Where the water
affected is under supervision of a Water Commissioner, appointed by the State Engineer, time will be saved if the
Application is filed with the Commissioner, who will promptly investigate the proposed change and forward both copies
with filing fee and his report to the State Engineer. Applications filed directly with the State Engineer will be mailed
to the Water Commissioner for investigation and report. If there be no Water Commissioner on the source, the Appli-
cation must be filed with the State Engineer. :

When the State Engineer finds that the change will not impair the rights of others he will authorize the change
to be made. If he shall find, either by his own investigation or atherwise, that the change sought might impair existing
rights he shall give notice to persons whose rights might be affected and shall give them opportunity to be heard before
_acting upon the Application. Such notice shall be given five days before the hearing either by regular mail or by one
" publication in a newspaper. Before making an investigation or giving notice the State Engineer will require the appli-
cant to deposit a sum of money sufficient to pay the expenses thereof.

Addreas all communications to:
State Engineer
State Capitol Building
Salg Lake City, Utah

STATE ENGINEER'S ENDORSEMENTS
(Not to be filled in by applicant)

Change Application No. ..cureevcvrmreaenaennn. ) eeeeemmeraceeeeceeananenn eimeananae
(River System)
| S ...Application received by Water Commissioner .. ... . oo
(Name of Commissioner)
Recommendation of Commisaioner .....................................................................
2. ..%MgAppllcatlon recel State Engmeer s Office by
emeeeemereecmeacaneeaniosenaeen Fee for filing application, $7.50, received by ........................ ;
PR Apphcat.xon returned with letter. to..... e iieeecseeereiecenn e e e
L TP Corrected application resubmitted ov%;c;t;rillter to State Engineer’s Office.
B. eoeeeeeeerccaaraeracaeaes Fee for investigation requested $..... oo vererecimmonnnnnas . .
e eeeeeirnrrnmeoneanvanaanas Fee for inveaﬁgation L TR Jreceived by «oooeeoeeneemaiees. :Rec. No. .ooeeeecaeene.
B eereereecemnncerasrnceecons Investigation made by .......ococimiiiiiiainnnnnn.. ; Recommendations: ........c.cccoeoeen il
G e een—— Fee for giving notice requested $............. ...l L
10, e Fee for giving notice L JOR ,received by ... :Rec. Nowvoicnnnoaeans
N
1l _. ............................... Application approved for advertising by publl::lt lon DY e
L2, eevererceccaec e caans Notice published Nt it e
) B USRS Notice of pending change application mailed to interested parties by ............ as follows
) Y, SRR Change application protested by oo
{Date Reﬂ ived and Name)
15 e aenm e nann Hearing set fOr ..o.eenoeeeloemeneoaemceneacacionnrnnnns VB e e e mn s
16. 2 / S /4 ........ Application recommended for approval by /Pful—' .....................................
17.1;/5’ /flﬁ' .............. Change Application m‘, and returned L0 .o et aneae e

THIS APPLICATION IS APPROVED SUBJECT TO THE FOLLOWING CONDITIONS:




}:()I;Iﬂ 06C-1a SUBMIT 1|

(Other

STA’OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING

rev

1‘

IPLICATE*
ctions on
erse side)

5. lense Designation and Serial No,

14-20-H62-4310

6. If Indian, Allottee or Tribe Name

’ APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK
1 la. Type of Work TUI'{.;;St Agreement Name
DRILL @] DEEPEN []] PLUG BACK [ )
b. Type of Well N/A
‘ a]li“ m \(;\vl:ll D Other .;‘Lnnuele D %d:nl:iple D %. Yarm or lLease Name
| 2. Name of Operator Biddle
| Linmar Energy Corporation 8. Weli Mo
’ 3. Address of Operator 6—1806
| P 0. BOX 1327’ RooseveltL Utah 814'066 ‘]lo. Field and Pool, or Wildcat
| 4. Location of Well (Report location clearly and m accordance with any State requirements.®) Cedar Rim
At surface ¥ 11. Sec.. T.. R.. M., or Blk.
‘ 927. FNL, 1855' NE‘L) and Survey or Area
At proposed prod. zone
| Same Sec., 18-T3S-R6W,USB&M
14. Distance in miles and direction from nearest town or post office® 12. Couniy or Parrish  13. State
| 415 miles Northwest of Duchesne, Utah Duchesne Utah
15. Distance from proposed® 16. No. of acres in lease 17. No. of =acres assigned
location to nearest to this well

property or lease line, ft.
(Also to nearest drlg. line, if any)

927° 640

640

. Distance from proposed location® 19. Proposed depﬁg

to nearest well, drilling, compieted,

20. Rotary or cable tools

i or applied for, on this lease, ff.. None 11 . 500 /3/}' RO
‘ 21. Elevations (Show whether DF, RT, GR, etc.) @V’V 22. Approx. date work will start?
GROUND ELEV, 6328° February 8, 1985
23.

PROPOSED CASING AND CEMENTING PROGRAM

Size of Hole Size of Casing ‘Weight per Foot Setting Depth

Quantity of Cement

SEE ATTACHED

RECEIVED

MAR ¢ 5 1985

DIVISION OF OfL
GAS & MINING

W

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen or plug back, give

ductive zone. 1lf proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical

preventer program, if any.

APPROVED BY THE STA
OF UTAH DIVISION opTE

L SPACING: % e L

proposed new pro-
epths. Give blowout

datr on present productive zone an

) / /7’ )
Siyned Z el \/,/:/,«é/ mite.. Evan Gentile, land Agent ., 1 [22/85
(This space for Federal or State office use)
Permit No Approval Date
Approved by Title Date. i

Conditions of approval, if any:

*See Instructions On Reverse Side



CONDITIONE OF APPROVAL FOR NOTICE TO DRILL

Company:  LINMAR _ENERGY CORFORATION Well Mo: Biddle 6-18Cé4
Location: Segtion 18-T38-RalW, USM lease Nol  14-20-HAZ2-4310

Onsite Inspection Date! Januwary 18, 1985

All lease and/or unit operations will be conducted in such a
manner that full compliance is made with applicable laws,

regul ations, Onshore 0il and Gas Order No. 1, and the approved
plan of operations. The operator is fully responsible for the
actions of his subcontractors. A copy it these conditions will
bhe furnished the field representative to insure compliance.

A DRILLING EROGRAM

1. Burface Formation and Estimated Formation Tops:

Duchesne Rvr Fm. Surface
Uintah Fm. 1, 6007
Green River Fm. 4,100°
Wasatch Fm. 8, 3007

Formation Zane

Expected 0il1 Zones: BR/Wasatch &£OVO-TD

Expected Bas Zones! BR/Wasatch &Q00-TD
Expected Water Zones! Uintah_ _ _  Surface to

15007

Expected Mineral Zones: _None Expected
All fresh water and prospectively valuable minerals (as
described by BLM at onsite) encountered during drilling,
will be recorded by depth and adeqguately protected. All
2il and gas shows will be tested to determine commercial
potential.

« Fresswe Control Equipment:

Minimum J000 psi BOPE will be installed prior to
drilling the swface pipe shoe. Minimum S000 psi BOFPE
will be installed prior to drilling the Intermediate
casing shoe. Pit Volume Totalizers, Flow sensors,
Automated Choke Manifold, Gas Buster, Lower kelly Cock,
and stabbing valves will be available when drilling
below 22,0007,



BOF systems will be consistent with AFI RF32Z. Fressure
tests will be conducted before drilling out from under
casing strings which have been set and cemented in
place. Blowout preventer controls will be installed
prior to drilling the swface casing plug and will
remain in use until the well is completed or abandoned.
Freventers will be inspected and operated at least daily
to ensure good mechanical working order, and this
inspection will be recorded on the daily drilling
report. FPreventers will be pressure tested before
dr-illing casing cement plugs.

The District ffice should be notified, with sufficient
lead time, in order to have a BLM representative on
location during pressure testing.

A rat—-hole driller will be used to drill a 30" conductor
hole to a depth of between 40 and 80O feet. 20" pipe
will then be ran and cemented to surface.

12-1/4" hole will be drilled to S00-2000°, 9-5/8"
casing ran and cemented to suwrface.

BOFE will be installed and tested. 8-3/4" hole will be
drilled to BO0OO-9000 feet. 7" casing will be ran from
surface to TD and a minimum of 1500" will be cemented.

BOFPE will be installed and tested. 6" hole will be
drilled to TD, 10500-113500°. 5" liner will be run and
cemented from the intermediate casing to TD.

Anticipated cement tops will be reported as to depths
not the expected number of sacks of cement to be used.
The District Office should be notified, with sufficient
lead time, in order to have a BLM representative on
location while running all casing strings and cementing.

Mud Frodgram and Circulating Medium:
The well will be drilled to the bottom of the surface
pipe, using fresh water and fresh gel mud, with air as
required to maintain circulation.

After setting the surface pipe, the well will be drilled
to approximately 70007 using fresh water.

Fresh gel mud will then be utilized, weighted as
necessary, with barite, for the remainder of the hole.

m
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A minimum of 1000 sacks of barite will be maintained on
location when drilling below 80007,

Mo chromate additives will be used in the mud system on
Federal and Indianm lands without prior BLM approval to
ensuwre adequate protection of fresh water aguifers.

No DST s or Cores are planned.

DIL-BR log will be ran from the bottom of the surface
pipe to TD.

CNL-FDC-GR and Mud logs will be ran from approximately
&000° to TD.

Whether the well is completed as a dry hole or as a
producer, "Well Completion and Recompletion Report and
Log” (Form 21460-4) will be submitted not later than 30
days after completion of the well or after completion of
operations being performed, in accordance with 43 CFR
Fl64.  Two copies of all logs, core descriptions, core
analyses, well-test data, gecologic summaries, sample
description, and all other surveys or data obtained and
compiled during the drilling, workover, and/or
completion operations, will be filed with form 3160-4.
Samples (cuttings, fluids, and/or gases) will be
submitted when requested by the authorized officer (AO).

The Duchesne River, Uintah and Upper Green River
Fme. (to approximately &0007) are expected to be normal
or under—-pressured. Lost circulation may be a problem.

The Middle and Lower Wasatch Fm. is expected to be
over-pressured. Mud weights of 9-11 ppg may be required
to maintain pressure egualibrium. The estimated BHF at
10500° is 5500 psi. maximum, although the formation
pressures of individual zones are expected to vary
widely.

No other drilling hazards are anticipated.

Operations:

Location Construction: FEebruary B8, 1985

Spud Date:! February 12,1985

0]



N location will be constructed or moved, no well will
he plugged, and no drilling or workover equipment will
be removed from a well to be placed in a suspended
status without prior approval of the A0. If operations
are to be suspended, prior approval of the A0 will be
obtained and notification given before resumption of
operations.

The spud date will be reported, orally, to the A0 within
48 houwrs after spudding. If the spudding ococws on a
weekend or holiday, the report will be submitted on the
next following, regular work day. The oral report will
be followed up with a Sundry Notice.

In accordance with Onshore Dil and Gas Order No. 1, this
well will be reported on Form 9-329, "Monthly Report of
Operations®, starting with the month in which operations
cammence and continuwing each month until the well is
physically plugged and abandoned. This report will be
filed, in triplicate, to the Vernal BLM District Office,
170 Sputh 300 East, Vernal, Utah 84078,

Immediate Report: Spills, blowouts, fires, leaks,
accidents, or any other unusual occurrences shall be
promnptly reported in accordance with the requirements of

MTL-324 or its revisions.

{If{ a replacement rig is contemplated for completion
operations, a "Sundry Notice" (Form 31460-3) to that
effect will be filed, for prior approval of the A0, and
all conditions of this approved plan are applicable
during all operations conducted with the replacement
rig.)

Upon completion of Drilling operations, the drilling rig
will be released and rigged down. Completion operations
will be performed, utilizing a completion rig.

Should the well be successfully completed for
production, the A0 will be notified when the well is
placed in a producing status. Such notification will be
sent by telegram or other written communication, not
later than five days following the date on which the
well is placed on production.




FPursuant to NTL~Z2B, with the approval of the District
Engineer, produced water may be temporarily disposed of
into unlined pits for a period of up to 90 days. During
the period so authorized, an application for approval

of the permanent disposal method, along with the
reguired water analysis and other information, must be
submitted to the District Engineer.

Fursuant to NTL-4A, lessees or operators are authorized
tey vent/flare gas during initial well evaluation tests,
not exceeding a period of 30 days or the production of
50 MMCF of gas, whichever occurs first. An application
must be filed with the District Engineer and approval
received, for any venting/flaring of gas beyond the
initial 30 day or authorized test period.

f schematic facilities diagram, as required by 43 CFR
F162.7-2, I162.7-3%, and 3162.7-4, shall be submitted to
the appropriate District Office within 30 days of
installation or first production, whichever ococuws
first. 011 site secuwrity regulations as specified in 43
CFR 31462.7 shall be adhered to. All product lines
entering and leaving hydrocarbon storage tanks will be
effectively sealed in accordance with 43 CFR 3142.7-4.

A first production conference will be scheduled, within
15 days after receipt of the first production notice.

No well abandonment operations will be commenced without
the prior approval of the AQ. In the case of newly
drilled dry holes or failures, and in emergency
situations., oral approval will be obtained from the AQ.
A "subsequent Report of Abandonment” Form Z160-8, will
he filed with the AD within 30 days following completion
of the well for abandonment. This report will indicate
where plugs were placed and the current status of
suwrface restoration. Final abandonment will not be
approved until the surface reclamation work required by
the approved AFD or approved abandonment notice has been
completed to the satisfaction of the A0 or his
representative, or the appropriate Surface Managing
Agency.

Fursuant to Onshore 0il and Gas Order No. 1, lessees
and operators have the responsibility to see that their
exploration, development, production, and construction
operations are conducted in a manner which conforms
with applicable Federal Laws and regulations and with
State and local laws and regulations to the extent that
such State and local laws are applicable to operations
on Federal or Indian lands.

R}
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THIRTEEN FOINT SURFACE USE FLAN

Location of proposed well in relation to town or
other reference paint: 4 miles North and 11 miles
West of Duchesne, Utah.

Froposed route to location: From Duchesne, Utah,
tiravel West, on U.S5. 40, 6 miles, then NMorth 2 miles,
then West &6 miles, to the location.

lLocation and description of roads in the area: All
of the road except the last .35 miles is already in
existence.

Flans for improvement and/ar maintenance of existing
roads: Existing road is U.8. Highway 40 and oilfield
access rroad. That which is not maintained by State
of Utah, will be graded and maintained for all
weather use. See attached topo map.

Other: ©0.35 miles of new road will be reguired on
Fee surface.

FPlanned Access Roads:

B

LS8 I PR SRR oo i g T oghod o R 0

Width: 3F0° ROW to include 18° running surface road.
Additional ROW will be needed for gas pipelines and
power lines.

Maximum Grade: g4.
Turnouts: Possibly one.

lL.ocation {(centerlinel)! Beginning at a point laocated
1600° East of the NW corner of Section 18-T35-RéW;
proceeding Southeast 1800° to the location.

Drainage: Roadway drainage will be provided in

accordance with "Surface Operating Standards for 0il
and Gas Exploration and Development"”. Culverts will
be placed as required to maintain present drainage.

Swface Materials (sourcel): All roads will be built
using native materials, capped, where necessary, with
roadbase from commercial gravel pits in the area.




Other:

A1l travel will be confined to existing access road
rights—of-way.

I¥ the surface rights are owned by the Ute Indian
Tribe and mineral rights are owned by another entity,
an approved right-of-way will be obtained from the
BIA before the operator begins any construction
activities., If the suwface is owned by another
entity and the mineral rights are owned by the Ute
Indian Tribe, rights—of-way will be obtained from the
other entity.

Location_of Existing Wells: See Attached Map.

Location of Tank Batteries and Production Facilities:

T PN I i e S Gt cenin B s serse sense St eoses comn beven Sttt s mbee Sas cooie s4ess Sree 230ee Leses E40e Hoied $0P0S ok Sases S4ALs Sestn Socne beves SELeL SORL oSt Soben SHL0h Freve e Simee v Lhvet Shree Sobtn Momke shams Saste beems iore vmte

See Attached Well layout plat.

All permanent (on site for six months or longer)
structuwes constructed or installed (including oil well
pump jacks) will be painted a flat, non-reflective,
earthtone color to match one of the standard
environmental colors, as determined by the Rocky
Mountain & State Interagency Committee. All facilities
will be painted within & months of installation.
Facilities reguired to conform with

0.8.H.A., {Occupational Safety and Health Act) will

be excluded.

I¥ a tank battery is constructed on this lease, it will
be surrounded by a dike of sufficient capacity to
contain 1.5 times the storage capacity of the battery.

Tank batteries will be placed on the South side of the
location, between points 2 and 8., Emergency Pit on
Northeast side, near point 7. A1l loading lines will be
placed inside the berm swrounding the tank battery.

All site security guidelines identified in 43 CFR 3142.7
regulations will be adhered to.

All off-lease storage, off-lease measuwrement, or
commingling on—lease or off-lease will have prior
wrritten approval from the A0, Per existing gas
contracts in the Greater Altamont-Bluebell Area, Gas
will be metered at the wellsite and volumes will be
adjusted to conform with the Plant Inlet Master Meter.

=



Gas meter runs for each well will be located within 300
feet of the wellhead. The gas flowline will be buried
or anchored down, from the wellhead to the meter and 500
feet downstream of the meter run or any production
facilities. Meter runs will be housed and/or fenced.

The oil and gas measurement facilities will be installed
on the well location. The oil and gas meters must be
calibrated in place prior to any deliveries. Tests for
meter accwracy will be conducted monthly for the first
three months for new meter installations and at least
quarterly for other meter installations. The A0 will be
provided with a date and time for the initial meter
calibration and all future meter proving schedules. A
copy of the meter calibration reports will be submitted
to the Vernal District Office. All meter measuwrement
facilities will conform with the AFI standards for
ligquid hydrocarbons and the AGA standards for natwral
gas meastirement .

Water and Construction Materials:
If fill materials are needed to construct roads and well
sites, proper permits will be obtained. A copy of the
permit needed to obtain water will be attached to the
application if water is to be used for the drilling.
Information for permitse will include: (a) the
approximate amount of water or materials needed, (b)
location and ownership of the water rights or materials
to be used and, () the approximate amount of time the
water or materials will be required.

Storage tanks will be used if drill sites are located on
tribal irrigable land or on lands under crop

production. All reserve pits will be lined with

clay and bentonite, at least 2 pounds per square foot.

Burning will not be allowed. All trash must be
contained and disposed of by containment in a trash cage
and disposal in an approved, sanitary landfill.

Froduced waste water will be confined to a bentonite
lined pit for a period not to exceesd 90 days after
initial production. Duwring the 20 day period, an
application for approval of a permanent disposal method
and location, along with reguired water analysis, will
be submitted for the AD's approval. Failwe to file an
application within the time allowed will be considered
an incident of noncompliance and will be grounds for
issuing a shubt-in order.

8



Camp facilities will not be required.

Wellsite Lavout: The reserve pit will be located on the
Northwest Side of the location, between points 4 and S
of the Wellsite Layout Flat.

The stockpiled topsoil will be stored on the Northeast
side of the location, near point & of the Wellsite
Layout Plat.

Access to the well pad will be from the West, between
points 2 and 3 of the Wellsite Layout FPlat.

The trash pit will be located: None allowed.

Reserve pits will be fenced with a wire mesh fence and
topped with at least one strand of barbed wire. Fencing
will be on three sides, while drilling, an the fowth
side after releasing the drilling and completion rigs.

Operator®s emplovess, including subcontractors, will
not gather firewood along roads constructed by
operators. EIF wood cutting is reguired, a permit will
be obtained from the Forestry Department of the RIA
pursuant to 25 OFR 1&6%.173 "Assessed Damages Incident to
Right-of-way Authorization®. All operators,
sub—contractors, vendors and their emplovees or agents
may not disturb saleable timber {including firewood)
without a duly granted wood permit from the BIA
forester.l Trees from the location will be cut and
hauled off or bucked at the edge of the location, at the
operators discretion.

Elan:

.
iy
53}

i

estoration of Surfs

i

A

i

Immediately upon completion of drilling, the location
and swrrounding area will be cleared of all debris,
materials, trash and junk not required for production.

Before any dirtwork to restore the location takes place,
the reserve pit must be completely dry and all cans,
barrels, pipe, etc. will be removed.

All distuwbed areas, not required for production
operations, will be recontouwred to the approximate
natural contours.

The stockpiled topsoil will be evenly distributed over
the disturbed areas.



10,

11,

Frior to reseeding, all disturbed areas, including the
access roads, will be scarified and left with a rough
surface.

Seed will be broadcast or drilled at a time gpecified by
the Fee Surface Owner. If broadcast, a harrow or some
other implement will be dragged over the seeded area to
assure seed Ccoverages.

The seed mixture to be used will be specified by the
Fee Surface Owner, at the time of restoration.

The ressrve pit and that portion of the location and
acress road not needed for production or production
facilities will be reclaimed.

Ahrandoned well sites, roads, or other disturbed areas
will be restored to near thelir original condition. This
procedure will includes {a) reestablishing irrigation
asystems where applicable, (b} reestablishing soil
conditions in irrigated fields in such a way as to
inswe cultivation and harvesting of crops and, )
inswing revegetation of the disturbed areas to the
specification of Fee Suwface Owner at the time of
abandonment.

The operator will submit & plan for controlling noxious
weeds along rights—of-way for roads, pipelines, well
sites or other applicable facilities. A list of
rnoxious weeds can be obtained from the appropriate
county extension office.

Surface and Mineral Ownership: The swface is owned by
George H. Biddle, 4141 King Street, Burbank, CA 91505
and minerals are owned by the Ute Indian Tribe.

Qther

Usable wood will be cut and hauled of+f. The stubble
will be worked into the top soil.

While drilling, the reserve pit will be fenced on three

sides. When the completion rig moves off, the fourth
side will be fenced.

10
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There will be no deviation from the proposed drilling
and/or workover program without prior approval from the
A, Satfe drilling and operating practices must be
observed. All wells, whether drilling, producing,
suspended, o abandoned will be identified in accordance
with 4% CFR F162.2.

"Sundry Notice and Report on Wells" (Form 31&60-3) will
| he filed for approval for all changes of plans and other
; aperations in accordance with 43 OFR 3144,

The dirt contractor will be provided with an approved
copy of the surface use plan.

A cultuwral resouwce clearance will not be required
before any construction begins. I+ any cultuwral
resmurces are found during construction, all work will
stop and the AD will be notified.

This permit will be valid for a period of one vear from
the date of approval. After permit termination, a new
application will be filed for approval for any future
operations.

2. Lessee’s or

Operators

Operator’s emplovess, including subcontractors, will not
carry fire-arms o other weapons that may be used to
kill game animals.

Operator®s emplovees, including subcontractors, will be
confined to established roads and well sites. The
purpese of this is to prevent soil erosion, and to
prevent haraszsment of game animals or livestock with
aff-road vehicles such as snowmobiles, motorovoles, or
d-wheel drives.

[A11 roads constructed by operators on the Uintah and
Duray Indian Feservation will have appropriate signs.
Signs will be neat and of sound construction. They will
stater (a) that the land is owned by the Ute Indian
Tribhe, (h) the name of the operator, () that firearms
are prohibited to all non-Ute Tribal members, (d) that
permits must be obtained from the BIA before cutting
firewood or other timber products and (e) only
authorized personnel are permitted on location.d

11
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A bench mark will be established near esach well site at
a location where it will not be destroved. The bench
mark will be a brass cap set in concrete. The brass cap
will show the well number and elevation to the nearest
ane-tenth of a foot. The cuts and fills diagram for the
well site will show elevations in relation to the bench

mar k.

ing

Representative:

Evan Gentile

FEZ East 200 North
Fa.l. Box 1327
Foosevelt, Utah 84044

(B01) 7224544

Certification

§‘“’

I hereby certify that I, or persons under my direct
supervision, have inspected the proposed drillsite and
access route, that I am familiar with the conditions
which currently exist, that the statements made in this
plan are true and correct to the best of my knowledge:
and, that the work associated with the operations
proposed herein will be performed by LINMAR ENERGY
CORFORATION and its contractors and subcontractors in
conformity with this plan and the terms and conditions
under which it is approved. This statement is subject
to the provisions of 18 U.S.0. 1001 for the filing of a
false statement.

13385 wmwmxégi;whgfgiwaéizwmmwwmmmw

o Evan Gentile
lL.and Agent

Janua

FANLATY
Da

D ik

t

January 18, 1985

FARTICIFANTS: TITLE:

Amy Heuslein Environmental Scientist, BLM
Jerry Allred Registered Land Surveyor

Kay Seeley Surveyor

John Fausett Dirt Contractor

Evan Gentile Land Agent for Linmar Energy Corp.

12




o . A

: | ¢ -
v

CPERATOR /cﬁz§521¢v1;14;/ C;,jMJZlfyo DATE E WA e
L NE | Belll L. ol
sec §ené /4 T, 35S R _g4b COUNTY Aﬁ(w/’p:&-—m/
Zy 0/3-3)08/ . thcﬂ/
APT NUMBER TYPE OF LEASE
CHECK OFF:
PLAT ~] BOND NEAREST WELL
/ | Vv
) LEASE —] FIELD — 'POTASH OR
V - OIL SHALE

PROCESSING COMMENTS:

Coiewer 210, [0 C = Crdy pif votlf o oo, oF.

S
APPROVAL LETTER:

SPACING: A-3 7] c=3-a __ /Y- b 7, ey
UNTT 4 CAUSE NO. X DATE 7

c=3-b | c=3=C

STIPULATIONiﬂ)/ﬁQgif

R et — " Y Juatilicativn Shtowent LY Gessy.
Wofﬁ%mj}: AjZ"‘WuazlS / fbﬁe%w&w»fvc bne@S , Geehees Sl y0
/&%S,Q’fic \ Shatl be Wﬁ&/ 4o 7442 Dﬂwwm

22;9"r07" ‘o .;zﬂn/aéléa,ucq ‘Vﬁﬁe ¢X)é¢£2a Jee 191~0é%4“ o C£291kb0m»1 11

‘/7[1 l\_&z% 7491/ Mf Cxe et 1o The édué/ /DcaJ/aa\_
/“%«xruwfwf@s a{éwwfc@/ rec Cacese MNeo. 740 6.7

1..72/84
25020



NATURAL RESOURCES Temple A. Reynolds, Executive Director
Water Rights Dee C. Hansen, State Engineer

"& " STATE OF UTAH Scott M. Matheson, Governor

23 East Main Street - P.O. Box 879 + Vemnal, UT 84078 + 801-789-3714

February 5, 1985

RECEIVED

Feb i

DIVISION OF O
GAS & MINING

Linmar Energy Corporation
P. 0. Box 1327
Roosevelt, Utah 84066
RE: Temporary Change 85-43-20
Gentlemen:

The above numbered Temporary Change Ap-lication has been
approved, subject to prior rights.

A copy is herewith returned to you for your records and

future reference.
fééfﬁerely yours,. .
. E. '

for Dee C. Hansen,
State Engineer

DCH:RFG/1n
Enclosure

cc: 0il1, Gas & Mining

an equal opportunity €:nployer « please recycle page!
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APPLICATION TO RENT WATER
Central Utah Water Conservancy Uistrict
(Submit in Duplicate)

1. This agreement made this _29thday of January 1985 between the
Central Utah Water Conservancy District, herein called the District and
1,inmar Energy Corporation called the renter

for the rent of untreated project water from the Bonneville Unit of the
Central Utah Project, for use in the drilling operations of &#& oil well.
(Well Name) McFarlane 1-4D6, Peterson 1-5D6 . two
- Sections 4,5 T4S, R6EW, USM
2. The renter agrees to pay upon execution hereof the sum of
$ 2,000.00 (one thousand per well)

3. District agrees to permit the diversion of water directly or by
exchange from Starvation Reservoir at the following location:
_2,000' North and 1.500' West of the NE corner of Section 36 , T3S, R6W, USM

4. Renter has the responsibility at its sole cost and expense oOf
providing the means of taking the water at the point of delivery and
transporting it to the place of use. Renter assumes full responsibility
for any and all damages and injuries which may arise from its taking and
use of the water.

5. Tnis agreement will be administered by a representative of the
District. The renter agrees to comply with all conditions and instructions
given by said representative. The Renter agrees to comply with all Federal,
State and Local statutes and regulations relating to pollution of streams,
water courses, ground water sources, and reservoirs.

6. The water must be taken during the period from  January 29, 10 85
t0 January 28, 1986.

Renter Centra{—zég?:yater Conservancy District
/tg . LD By 7D /,? @7@%

Address , Leo L. Brady Zr '
Linmar Energy Corporation

P.o. Box 1327

Roosevelt, Utah 84066

Fvan Centile, Land Agent
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le #6-18C6 -~ NW NE Sec. 18, T. 2S5, R. 6W
! _EL ~ Duche bna County, thh

4 v=1 1o dri:.l the above referenced oil well is hereby granted in
nce witn Jrcer of Cause No. 140-6 dated August 11, 1971 subject to the
ing stipu_ations:
1. Prior to commencement of drilling, receipt by the Division of
evigence providing assurance of an adeguate and approved supply of
wiler.

£ justification statement with any appropriate attachments

(tupographic maps, ownership maps, etc.) shall be submitted tc the
Division prior to spudding the well in order to document the rieec for
an exception to the well location reguirements of the order inm Tause
No. 140~

in cion, tne following actiuns are necessary to fully comply with this

LV
Drove il

i. Spud*lng notification to the Division within 24 hours aftier griliing
operations commence.

Z. Submittal to the Division of completed Form 0GC-8-X, Report of Water
Encountered During Dmiliing.

3. Firomot notification 1o the D3 i you ceizimine Lhat it i
necessary to plug anz abando Notify Juhn R. Baza,
Petrolezum Engineer, (Office) (801) 53¢ 5340, (Home) 298-7695 or
R. J. Firth, hAsscciate Director, (Home) 571-6068.




° e

Linmar Energy Corporation
Well No. Biddle #6-18Cé
March 7, 1985

4, Compliance with the requirements and regulations of Rule C-27,
Associated Gas Flaring, General Rules and Regulations, 0il and Gas
Conservation.

5. This approval shall expire one (1) year after date of issuance unless
substantial and continuous operation is underway or an application
for an extension is made prior to the approval expiration date.

The API number assigned to this well is 43-013-31081.

Sincerely,

Associate Director, 0il & Gas

as

Enclosures

cc: Branch of Fluid Minerals
Bureau of Indian Affairs



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORWATION ~ AT #43-013-31081
NAVE OF COMPANY : LINMAR ENERGY CORPORATION
WELL NAVE: BIDDLE 6-18C6
Section_ M NE 18 TownsHIp___ 35 RangE___6E _ (ounTy___ Duchesne
~DRILLING CONTRACTOR Bullet

RIG #9
SPUDDED: Date__ 3-28-85

TiME 12:00 Noon

How Rotary
DRILLING WILL COMMENCE
REPORTED BY Dale O'Driscoll
TELEPHONE # 548-2677
DATE 3-28-85 SIGNED SB




Q ﬁ(:‘;ﬁ bgF D . ‘ . Form Approved.
it o T 7 £ ' Budget Bureau No. 42—-R1424

P

UNITED STATES 5. LEASE
MAY 06 1985 DEPARTMENT OF THE INTERIOR 14-20-H62-4310
GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME
Ute

SiVISTON OF OIL
GAS & SUINRBY NOTICES AND REPORTS ON WELLS 7 UN'TAGREEMENT NAME :

(Do not use this form for proposals to drill or to deepen or plug back to a different N/A :
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME ﬁ LT
1. oil & gas Biddle s u : - T
well well other 9. WELL NO. JEREN
2, NAME OF OPERATOR 6-18C6 el 4
Linmar Energy Corporation 10. FIELD OR WILDCAT NAME ‘L- :
3. ADDRESS OF OPERATOR 80237 Cedar Rim Lo B )
7979 E. Tufts Ave. Pkwy.,Ste. 604, Denver, CO 11. SEC., T., R, M., OR BLK AND SURVEY OR
4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA C
below.) Sec. 18, T3S, R6wL USM - T -
AT SURFACE: 927' FNL, 1855' FEL (NWNE) 12. COUNTY OR PARISH 13. STATE . .
AT TOP PROD. INTERVAL: ggme Duchesne = Utah .
AT TOTAL DEPTH: Same 14. APl NO. T CE

16. CHECK-APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, | 43-013-31081 - L
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF [ O Dol

FRACTURE TREAT 0" - T
SHOOT OR ACIDIZE O O .
REPAIR WELL D D (NOTE: Report results of ‘multiple completnon or zone
PULL OR ALTER CASING [] ] chanse on Form'9-330) . ¢ -
MULTIPLE COMPLETE Tl O ;T : 3
CHANGE ZONES O O ’
ABANDON* O [

(other) Operations

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and- give pertlnent dates
including estimated date of starting any proposed work. If well is directionally drilled, glve subsurface Iocat:ons and
measured and true vertical depths for all markers and zones pertinent to this work.)* : :

3-29-85 RURT. Spud at 12:00 noon on 3/28/85. IR

3-29-85 thru 3-31-85 - Drilling to 1,557'. vy

(SEE ATTACHMENT FOR DETAILS. ) o
Subsurface Safety Valve: Manu. and Type - Set@-—_ ___Ft.

18. | hereby certlfy,that the foregoing is true and correct -

SIGNED 'ﬂ[&%/m_g Production Clerk pate ‘{' ; HS

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY: :

*See Instructions on Reverse Side



For -33
Fom 933 ®
UNITED STATES
DEPARTMENT OF THE INTERIOR

GEOLOGICAL SURVEY

’ Form Approved.
Budget Bureau No. 42~-R1424

5. LEASE
14-20-H62-4310

SUNDRY NOTICES AND REPORTS ON WELLS

(Do not use this form for proposals to drill or to deepen or plug back to a different

reservoir. Use Form 9-331-C for such proposals.)

6. IF INDIAN, ALLOTTEE OR TRIBE NAME
Ute

7. UNIT AGREEMENT NAME

1. oil gas
well x well a other

2. NAME OF OPERATOR
Linmar Energy Corporation

N/A : o
8. FARMORLEASENAME - - &
Biddle AR
9. WELL NO. = - .- .

6~18C6 Tl

3. ADDRESS OF OPERATOR 80237

7979 E. Tufts Ave. Pkwy.,Ste. 604, Denver, CO

10. FIELD OR WILDCAT NAME
Cedar Rim _~

RS- AL

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17

below.)

AT SURFACE: 927' FNL, 1855' FEL (NWNE)
AT TOP PROD. INTERVAL: Same

AT TOTAL DEPTH: g0

11. SEC, T, R, M OR BLK ANDSURVEY OR
AREA

Sec. 18, T3S, R6W, USM - © -

12, COUNTY OR PARISH 13. STATE_ -

16. CHECK  APPROPRIATE BOX TO INDICATE NATURE OF NOTICE,

REPORT, OR OTHER DATA

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF [
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL

PULL OR ALTER CASING
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*

(other) Operations

I O
[ O o

Duchesne Lo Utah -
14. API NO. oo E
43-013-31081 -

15, ELEVATIONS (SHOW DF, KDB, AND WD)

(NOTE: Report results of multlple completnon or zone
change on Form 9—330) - Loy .

\

17. DESCRIBE PROPOSED OR COMPLETED OPERATIVONS (Clearly state all pertinent details, and. give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, glve subsurface locatlons and
measured and true vertical depths for all markers and zones pertinent to this work.)* . :

4-1-85 to 4-2-85 Drilling to 2,009'.

3
s

4~3-85 Ran 50 joints of 9 5/8" 36# casing, set at 2008'. Cementhth 598 éxs

RFC, tailed with 200 sxs Class "G".

=

4-4-85 Rig up for top job, cement with 100 sxs Class "G", cemen'jv:vwv-.ith 125 sxs

Class "G".

4-5-85 thru 4-19-85 Drilling to 7,880'.

(SEE ATTACHMENT FOR DETAILS.)

Subsurface Safety Valve: Manu. and Type

18. | hereby certlf that the foregoing is true and correct

Set@ . Ft

ﬂ(uz Production Clerk pare 4"9@ "&S

({This space for Federal or State office use)

APPROVED BY TITLE

DATE

CONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse Side




. ¥ F9rm 9-331 . ‘ Form Approved.
Dec, 1973 ! . g Budget Bureau No. 42-R1424

UNITED STATES S LiASE
DEPARTMENT OF THE INTERIOR 14-20-H62-4310
GEOLOGICAL SURVEY ’ 6. IFINDIAN, ALLOTTEE OR TRIBE NAME
—— Ute -
SUNDRY NOTICES AND REAG] 7. UNIT AGREEMENT NAME
N/A

(Do not use this form for proposals to drill or to deepen or plug back to a different

reservoir, Use Form 9-331—C for such proposals.) ) 8. FARM OR LEASE NAME ‘_ Y
. ‘Uh EI 5 Blddle . :,Exx : "‘_ “ - "

* mn X evijl U other 9. WELL NO. S _ Co-
2. NAME OF OPERATOR ~ DIVISION OF OlL 6-18C6 L
Linmar Energy Corporation __GAS & MINING 10. FIELD OR WILDCAT NAME &, ,=-;
3. ADDRESS OF OPERATOR 80237 | Cedar Rim = "¢ = 77
7979 E. Tufts Ave. Pkwy.,Ste. 604, Denver, CO 11. SEC., T., R, M., OR BLK ANDSURVEY OR
4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) Sec. 18, T3S, R6W USM -

AT SURFACE: 927' FNL, 1855' FEL (NWNE) 12. COUNTY OR PARISH 13. STATE

AT TOP PROD. INTERVAL: Same Duchesne S Utah -

AT TOTAL DEPTH: ¢ 14. APl NO. — ———

16. CHECK-APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-013-31081
REPORT, OR OTHER DATA 15, ELEVATIONS (SHOW DF, KDB, AND wD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF [J
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL

PULL OR ALTER CASING
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*

(other) Operatlons

v Vo

(NOTE: Report results of multlple completuon or zone
change on Form 9—330)

o =

,-.:

0000000
I o

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and. give pertlnent dates,
including estimated date of starting any proposed work. If well is directionally drilled, glve subsurface Iocatlons and
measured and true vertical depths for all markers and zones pertinent to this work.)* . :

4-18-85 thru 4-22-85 drilling to 8,621 : "‘"ﬁ’; -
4-23-85 Wash thru bridge ok
4-24-85 thru 4-27-85 Drilling to 9,214"'. o
4-28-85 Raise mud weight. L
4-29-85 Drilling to 9,272' : 7;
4-30-85 Reaming. -

(SEE ATTACHMENT FOR DETAILS.) T
Subsurface Safety Valve: Manu. and Type L Set@ Ft.

18. | hereby certlfy that the foregomg is true and correct

SIGNED _% ; 7 ‘ ':’1{4’44%/7,“5 Production Clerk pate \§/33S

) s

{This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse Side




Form 5-331 ' Form Approved.
‘Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR 14-20~H62-4310
GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME
Ute
SUNDRY NOTICES AND REPORTS ON WELLS IZI XN'T AGREEMENT NAME
(Do not use this form for proposals to drill or to deepen or plug back to a different / :
reservoir, Use Form 9-331--C for such proposals.) 8. FARM OR LEASE NAME : S
1. oil gas Biddle Tl : o
well x well other 9. WELL NO. e B s
2. NAME OF OPERATOR 6-18C6 Lo s Bl
Linmar Energy Corporation 10. FIELD OR WILDCAT NAME < LR
3. ADDRESS OF OPERATOR 80237 Cedar Rim © : : o
7979 E. Tufts Ave. Pkwy.,Ste. 604, Denver, CO 11. SEC., T., R., M., OR BLK. AND SURVEY OR
4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA
below.) Sec. 18, T3s R6W USM -
. AT SURFACE: 927' FNL, 1855' FEL (NWNE) 12. COUNTY OR PARlSH 13. STATE .
AT TOP PROD. INTERVAL: game Duchesne S Utah
AT TOTAL DEPTH: Same 14. APl NO. . FER
16. CHECK-APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-013-31081 - .
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF [
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL

PULL OR ALTER CASING
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*

(other) Operations

(NOTE: Report results of multlple completnon or zone
change on Form 9—330)

0000000
0 |

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and- give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give. subsurface focations and
measured and true vertical depths for all markers and zones pertinent to this work.)* .

5-1-85 Reaming.

5-2-85 thru 5-9-85 Drilling to 10,582
5-10-85 Run Electric logs.
5-11-85 Lay down drill pipe. L.
5-12-85 Ran 1 jt of 23# S95, 18 jts of 23# S95, 145 jts 23# N80;'90 jts.
20# N80. Landed at 10,582'. Cement with 1110 sxs nghtwelght, tailed
with 500 sxs Class "G". Plug down (9:09 pm 5-11-85) - . . = - “
>-13-85 Rig released 1:30.p rrifcfiRenr For pETAILS.) L

Subsurface Safety Valve: Manu. and Type ~ Set@ Ft.

18. 1 hereby ert|fy that the foregomg is true and correct

SIGNED

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse Side



Form 9-331 " Form Approved.
Dec. 1973 A Budget Bureau No. 42-R1424 3
UNTTED STATES 5. LEASE : )

DEPARTMENT OF THE INTERIOR 14-20-H62-4310
GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME
Ute :
SUNDRY NOTICES AND REPORTS ON ELLS IZI/XN'TAGREEMENTVNAME - :
e o el e B R b e | e =
Coo £
1. oil @ gas D Blddle . ‘f‘ < .
well well other s 9 985 9. WELL NO. . -
2. NAME OF OPERATOR JULE 6-18C6 : = 3
Linmar Energy Corporation . 10. HELDORVWLDCATNAMEi;
3. ADDRESS OF OPERATOR DIVIBIUN k;qu \‘IJC'L80237 Cedar Rim D149 = i
7979 E. Tufts Ave. Pkwy.,Ste(?A@g‘ NBenver, Co 11. SEC., T., R., M., OR BLK ANDSURVEY OR
4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA . RN
below.) Sec. 18, T38,* R6W USM T
AT SURFACE: 927' FNL, 1855' FEL (NWNE) 12. COUNTY OR PARISH 13. :STATE _-;
AT TOP PROD. INTERVAL: §ame Duchesne = Utah " -
AT TOTAL DEPTH: Same 14. AP! NO. S E A <

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-013-31081 ‘. <o T

REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF [
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL

PULL OR ALTER CASING
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON* : . :
(other) Operations . i -

’ Jf o
™

(NOTE: Report results of multlple completlon or zone
change on Form 9-330) R e

153 ppet : L - -

Y

OoOoo00
OOoooo0o0

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and- give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, glve subsurface locatlons and
measured and true vertical depths for all markers and zones pertinent to this work.}* :

7-4-85 thru 7-22-85 Completing Lower Wasatch Formation.

Leteve

(SEE ATTACHMENT FOR DETAILS.) T Ok
Subsurface Safety Valve: Manu. and Type Y Set @ ___.______ Ft. *

18. | hereby ¢ rtlf that the foregoing is true and correct

SIGNED 35 VLC[ ijfonne Production Clerk pate 725~5

tephanie McFarland

(This space for Federal or State office use)

APPROVED BY TITLE DATE —
CONDITIONS OF APPROVAL, IF ANY: ok N3

*See Instructions on Reverse Side



Ui
G DGICH

aras 3EN B YR i

PHL v LEVUR verse sige)

L. LIASL DLBICNATION AND REKIAL Mo,

14-20-H62-4310 S

URVEY

SUNDRY NOTICES AN

(Do not vse this form for proposals to drill or to @

8.

3T INDIAN, ALLOYTLE OR TRIBL NAMEL

EPORTS ON WELLS

eeped or plug back to a different reservolr.

Use "APPLICATION FOR PERMIT—" for such proposals ) Ute
1. 7. DXIT AGRXIMEXT XAME
OIL SAS -
wity, wWXLL OTEER N/A .
"2, XAMX OF GFIRATOR 8. FARM OR LXASK ¥AMR
Linmar Energy Corporation Biddle
3. soprras or orxxarox 8. wxLL wo.
P.0. Box 1327, Roosevelt, Ntah BR4064 6-18C6
4. " LOCATION OF WILL (Report Jocation clearly and in accordance with any Btate requirementa® 10. FIELD AXMD FOOL, Ok WILDCAY
See also space 17 below.) .
Cedar Rim

At surface go71 FNL, 1855' FEL (NWNE)

11l. a»C, ¥, R, M, OX XLX, AND
BURYET OR ARRA

Sec. 18, T3S, R6W, USM

Id. rxxxuIT MO,

43-013~31081

15, XLXVATIONS (Show whether pr, KT, €n, ete.)

1% sTATR

‘Utah

12. COUXTY O PaRiznm
Duchesne

is

NOTICE OF INTENTION X0

TLET WAYTER SEUT-OFF FULL OR ALTEX CaAX

FRACTURE TREAT.

BHOQOT OR ACIDIZR ABANDOX®

CAANRGCE rLANE

RCPAIX WELXL

(Other)

NULTLFLE C’ONPLI::FB

Check Appropriate Box To Indicate Nature of Nofice, Report, or Other Data

' BUREZQUENRT RXFOXT OF:

xe WATKR EBDT-OFP RXPAIRING WEXLI,

FRACTURE TREATMERY ALTERING CABIRG

ABARDONMENT®

REOOTING OR ACIDIZING

(Other) __Operations

Norx: Report resclts of multiple completion on Well
ompletion or Recompletion Report and Log form.)

17, PLSCRIBL J'ROMOSED OR COMPLETED OPERATIONS {(Clearly s
proposed work. 1f well is dircctiopally drilied, glve
nent to this work.) ® )

.;}r The  Biddle 6-18C6 made i
July 23, 1985. o

t

(RS

startiog any

tate all pertinent detalls, and zive pertinent dates, Incloding estimated date of
30nes perti.

subsurface Jocations and measured and true vertical depths for all markers and

ts initial production of hydrocarbons

18. I bereby nWt the Xorwm
LY~y
BIGNED — < ’

L

: N

riTee » Division Engineer

pare _August 5, 1985

(This space for Federal or State ofice use)

APPROVED BY
CONDITIONS OF APPROVAL, IF ANYX:

TITLE DATE

_ *See Instructions on Revene Side



S

> Form 9-331 Form Approved.
. Dec. 1973 Budget Bureau No, 42-R1424

T UNITED STATES 5 LEASE
DEPARTMENT OF THE INTERIOR 14-20~H62-4310
GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME
Ute
SUNDRY NOTICES AND REP Eﬁ IZI X"”T AGREEMENT NAME
(Do not use this form for proposals to drill or to deepen or plug back to a different / ST
reservoir, Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME =
— 3 & £
1. oil ® s O AUG + 4 385 Biddle : "-‘{f?
well well other 9. WELL NO. i o .
2. NAME OF OPERATOR IViciOn . 6-18C6 N :
Linmar Energy Corporation m,..:, 10. FIELD OR WILDCAT NAME &
3. ADDRESS OF OPERATOR ST 80237 | Cedar Rim i T =
7979 E. Tufts Ave. Pkwy.,Ste. 604, Denver, CO 11. SEC., T., R., M;, OR BLK ANDSURVEY OR
4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA o
below.) Sec. 18’ T3S R6w USM R
AT SURFACE: 927' FNL, 1855' FEL (NWNE) 12. COUNTY OR PARISH| 13. _STATE 7;1
AT TOP PROD. INTERVAL: Same Duchesne o Utah " . -
AT TOTAL DEPTH: ¢ 14. APl NO. T R
16. CHECK - APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, | 43-013-31081 - oo
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB; AND WD)
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF: -~

TEST WATER SHUT-OFF [ O :

FRACTURE TREAT ] [ SR,

SHOOT OR ACIDIZE O O R
REPAIR WELL O O (NOTE: Report results ofmultlple complét:on or zone
PULL OR ALTER CASING [ Il change on Form: 9-330> Do
MULTIPLE COMPLETE | || . e S
CHANGE ZONES il it :

ABANDON * O O = .

(other) Operations R

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertment dates,
including estimated date of starting any proposed work. If well is directionally drilled, glve subsurface Iocatlons and
measured and true vertical depths for all markers and zones pertinent to this work.}* RS -

RESRURR

7-23-85 thru 7-28-85 Producing.
7-28-85 Completing Lower Wasatch Formation
7-29-85 thru 8-3-85 Producing.
8-4-85 Completing Lower Wasatch Formation

8-5-85 thru 8-8-85 Producing.

(SEE ATTACHMENT FOR DETATLS.) ST e
Subsurface Safety Valve: Manu. and Type ‘Set @ - : Ft.

18. | hereby certify that the foregoing is true and correct o
—— 1 / \A\ ’_1
e _Production Clerk pare g’% 25"

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse Side



v Form 9-331 Form Approved.
4 Dec. 1973 Budget Bureau No. 42-R1424
b UN' ] STATES 5. LEASE

DEPARTMENT OF THE INTERIOR 14-20-H62-4310
GEOLOGICAL SURVEY 6. IFINDIA-N,ALLOTTEE OR TRIBE NAME
Ute
SUNDRY NOTICES AND REPORTS 7 UN'TAGREEMENT NAME .
(Do not use this form for proposals to drill or to lfferent N/A . i
reservoir, Use Form 9-331-C for such proposals) 8. FARM OR LEASE NAME i_ nn
. Biddle S TR R o
1. oil gas AR : G,
well X wen O other QFP 09 1985 9. WELLNO., =+ [ i fxo
2. NAME OF OPERATOR 6-18C6 el 3 Ghu
Linmar Energy Corporation TR - a Tl 10. FIELD OR WILDCAT NAME ¢,
3. ADDRESS OF OPERATOR A & MININGS0237 |_Cedar Rim #:%% = *7¢
7979 E. Tufts Ave. Pkuwy. ,Ste.*’é"oa Denver, CO | 11. SEC., T, R, M, OR BLK AND SURVEY OR
4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA N
below.) Sec. 18, T3S, R6W USM oo
AT SURFACE: 927' FNL, 1855' FEL (NWNE) 12. COUNTY OR PARISH 13. STATE .; :
AT TOP PROD. INTERVAL: §ame Duchesne oo Utah
AT TOTAL DEPTH: g . 1. APLNO. . R ‘?
16. CHECK - APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, | 43-013-31081 —. - oT
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB AND ‘WD)
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF: —
TEST WATER SHUT-OFF [J | Tont
FRACTURE TREAT | O YT
SHOOT OR ACIDIZE O 0 aom o
REPAIR WELL D D (NOTE: Report results of multlple complet»on or zone
PULL OR ALTER CASING [ 0 change on Form: 9—330) SoBEY
MULTIPLE COMPLETE [ I : S
CHANGE ZONES O g ) i o -
ABANDON* O il : S ool
(other) Operations . R "=

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and. give pertinent: dates,
including estimated date of starting any proposed work. If well is directionally drilled, gtve subsurface Iocatlons and
measured and true vertical depths for all markers and zones pertinent to this work.)* : B

L

8-9-85 thru 8-11-85 Producing.

8-11-85 Completing Lower Wasatch Formation

8-12-85 thru 8-14-85 Return to Production

8-15-85 Compiéting Lower Wasatch Formation

8-16-85 thru 8-31-85 Refurn. Lo REAFP FolCbrratLs. )

Subsurface Safety Valve: Manu. and Type

18. | hereby certify that the foregoing is true and correct
- 7
s&enzo%ﬂ%& e _Production Clerk pare
Stephanie McFarland

(This space for Federal or State office use)

Ft.

APPROVED BY TITLE DATE -
CONDITIONS OF APPROVAL, {F ANY: o < s

*See Instructions on Reverse Side

iy



.

Form 9-331 Form Approved.
Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR 14-20-H62-4310
GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME
Ute
SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME
(Do not use this form for proposals to drill or to deepen or plug back to a different N/A s
reservoir. Use Form 9-331—C for such proposals.) 8. FARM OR LEASE NAME ‘__ S
-~ .5- [CR
1. oil gas D Blddle - ..1.1.: ’ e
well m well other 9. WELL NO. e B
2. NAME OF OPERATOR 6-18C6 Lade g
Linmar Energy Corporation 10. FIELD OR WILDCAT NAME ¢,
3. ADDRESS OF OPERATOR 80237 |_Cedar Rim ©:%¥ =
7979 E. Tufts Ave. Pkwy.,Ste. 604, Denver, CO 11. SEC., T., R., M., OR BLK ANDSURVEY OR
4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA Cie
below.) Sec. 18, T3S, R6w USM :
AT SURFACE: 927' FNL, 1855' FEL (NWNE) 12. COUNTY OR PARISH| 13. STATE
AT TOP PROD. INTERVAL: Same Duchesne 4-;! Utah j-
AT TOTAL DEPTH: Same 14. APl NO. s T ';' N -,
16. CHECK:APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-013- 31081 . T
REPORT, OR OTHER DATA 15, ELEVKﬂONS(SHOW’DF KDB; AND WD)
REQU.EST FOR APPROVAL TO: SUBSEQUENT REPORT OF: ) -
TEST WATER SHUT-0Ff [J O fon
FRACTURE TREAT O O olE
SHOOT OR ACIDIZE O O e oL Lo
REPAIR WELL O O (NOTE: Report results’ of ‘multiple complehon or zone
PULL OR ALTER CASING [ O change on Form: '9-330) - £ ‘.
MULTIPLE COMPLETE [ O L
CHANGE ZONES O d P s
ABANDON* O O : D N
(other) Operations : - -

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertment dates
including estimated date of starting any proposed work. If well is directionally drilled, glve subsurface Iocatlons and
measured and true vertical depths for all markers and zones pertinent to this work.)* : =

U

9-1-85  Producing ' RECE'VED

‘l
9-5 and 9-6-85 Completing Lower Wasatch Formation i

3 z%EP 09 1985

- “y

DNIb)Lm ur s

(SEE ATTACHMENT FOR DETATLS.) L cE
Subsurface Safety Valve: Manu. and Type Set @ . . Ft.

DATE Cf‘é ’? q

(This space for Federal or State affice use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

®See Instructions on Reverse Side



 DLPAR]

GE’ ICAL SURVEY

MENT OF THE INTERIOR Susharecion on re|

]

selfAL 0 dL-Fllel

LLALL DLSICXATION AND SERIAL NG,

14-20-H62-4310 \Lbljéél

.~ SUNDRY NOTICES  AND REPORTS ON WELLS

(Do not uae this form for proponals to drill or to deepen or plug back to n) different reservolr,
posals,

Use “"APPLICATION FOR PERMIT-—* for such pro

€. JF INDIAX, ALLOTILE OK 711::\):7:

Ute

7. OXIT AGAKEMEXT XiME

* orn Yy cas . FTCE'VED N/A :

wErl, WXLL OTHER

3. XAXE OF OPrIXATOXR

LINMAR ENERGY GORPORATION SEP 26 1985

B. FAXM OR 1LXARX MAMEK

Biddle
3. ADDIIXE OF OFXRIATOR B $. wWxLL »o.
P.0. BOX 1327, ROOSEVELT, UTAH 84066 DIVISIG UE O 6-18C6
< ,ggf‘:-lx’c;x.;:erigbu(ﬁ;rgn location clearly mnd in accordance with any State G%'&’WING 10. FIZLD AXD FoOl, O WILDCATY
41 sorface Cedar Rim

N 927" FNL, 1855' FEL (NWNE)

11, amC, T R, M, OX NLX, AXD
BURYEY O ARRY

Sec. 18, T3S, R6W, USM

id. rrxurT mo,

43-013-31081

15, XLrvaTioNs (Sbow whelber br, T, OX, «tc.)

11, aTarx

" Utah

12, COUNTY Ox raziax

Duchesne

py-N -

XOTICE OF INTEXTION O . : '

TLET WATXR SRUT-OFFX . WaAIZa smUTOFF

rULL OR ALTENR CARIXG

FRACTUXE ¥RXAT. MULTLrLE CO)(PI«!,‘X'I

AHOOT Ok ACIDIIX ABANDON®

RCFilX WEILL CHANGK riuXs (Other)

FRACTURE TRXATMEXRY

ABOACTING OR ACIDIZINS X

Check Appropriate Box To Indicate Naiure of Notice, Repont, or Other Data

BORSEQDERT RXFrOxY OF:

AXPAIRIRG WELL

ALTERING CAEBING

ARANDON N EXT®

(Other)

Norx: Report resunlts of woltiple completion on Well
ompletion or Recompletion Report and Log {form.)

17. PLSCRIXL )'ROFOSED OR COMPLETED orcaaTioNs (Clearly state al) pertinent detalls, and
propored work., If well ia directiopally drilled,
nent to this work.) ®

~

Slive pertinent daten, inclvding -
xive subsurface locations and measured and true vertlcal depths for all markers and sones pertz-

estimated date of startiog a

J -

-

7-12-85  Acidize Wasatch perforations from 9210'=10474" with 25,000 gals.
15% HC1. - :
. B -
|
3

181 hr.rc_b:' certify that the forcpolng is true and rect
BIGNED /!\/ “%}:«—f TiTLE ~Division Engineer pare 9/25/85 -
{This space for Federal or Etate office use)
* APPROYED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANX: *

. *See Instructions on Reverse Side




Form 9-331
Dec. 1973

\J\!

Form Approved.
Budget Bureau No. 42-R1424

®

UNIVED STATES
DEPARTMENT OF THE INTERIOR

-

5. LEASE
14—20—H62 4310

GEOLOGICAL SURVEY

. IF INDIAN, ALLOTTEE OR TRIBE NAME
Ute

o

SUNDRY NOTICES AND REPORTS ON WELLS

7. UNIT AGREEMENT NAME .

(Do not use this form for proposals to drill or to deepen or plug back to a different N/A
reservoir, Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME 3
“ & i~
1. oil gas Biddle pRLERTRS
weil [ we D other 9. WELL NO. S
6-18C6 nefr

2. NAME OF OPERATOR

Linmar Energy Corporation
3. ADDRESS OF OPERATOR

80237

10. FIELDORWILDCAT NAME ¢,

-, ‘—-‘-

Cedar Rim

7979 E. Tufts Ave. Pkwy.,Ste. 604, Denver, CO

11. SEC.,, T, R, M OR BLK ANDSURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA . -
below.) Sec. 18, T3S,: R6W USM“A{:'
AT SURFACE: 927' FNL, 1855' FEL (NWNE) 12. COUNTY OR PARISH| 13. STATE -; :
AT TOP PROD. INTERVAL: Same Duchesne .. % Utah L
AT TOTAL DEPTH: g 14 APLNO. : =

16. CHECK:APPROPRIATE BOX TO INDICATE NATURE OF NOTICE,

43-013- 31081

REPORT, OR OTHER DATA

15, ELEVATIONS (SHOW DF, KDB; AND WD)

REQUEST FOR APPROVAL TO:

TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL

PULL OR ALTER CASING
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*

(other)

SUBSEQUENT REPORT OF:

OO000000
DOO0o000

Operations

GAS & MW

RECENED
oCT 041985

UIVISION OF O

(NOTE: Report results of multxple completxon or zone
change on Form 9—330) .

I3
'

'. te
7y -

“

KAl

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state a

Il pertinent details, . and give pertment dates

including estimated date of starting any proposed work. If well is directionally drilled, glve subsurface Iocatlons and

measured and true vertical depths for all markers and zones pertinent to this work.)*

9-7-85 through 9-13-85 Producing

9-14-85 through 9-22-85 Complete lower Wasatch formation.

9-23-85 through 9-29-85 Return to production.

(SEE ATTACHMENT FOR DETAILS.)

[RERE

" set@

Subsurface Safety Valve: Manu. and Type Ft.
18. | hereby certify that the foregoing is true and correct ' -
SIGNED : V nitee _Production Clerk pate 16 - [-¥S g

tgphanie McFar]

(This space for Federal or State office use)

APPROVED BY TITLE

DATE

CONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse Side

“x



L . Y i AR e Foo R 1A AsrN 0 A A, |
R N

Hudzet Bureau No. 42-RI424. .

* DEPARTMENT OF THE INTERIOR foRafnrctons oo re
GEOL AL SURVEY )

0. LLASE DESIGNATION AND BERIAL NO. a

14-20-H62-4310

SUNDRY NOTICES AND REPORTS ON WELLS

(Do not use this form for proponals to drill or to deepen or plug back to a djfferent reservolr.

6. IF INDIAN, ALLOTILE OR TRIBL NAME

;\."v Use “APPLICATION FOR PERMIT—" for such proposals.) ) Ute
. 1. * s T. UNIT AGRXCMENT NAME
: oIL Al .
WL VXLL oTHER SO ERNESS N/A
27 xaxE Or OrEMuTOX | T IV L LY B. FARM OK LEASK NAME
LINMAR ENERGY CORPORATION - Biddle  °
3. ADDXELES OF OrERATOR 1985 9. wxLL Mo,
P.0. BOX 1327, ROOSEVELT, UTAH, 84066 0cTos 6-18C6

‘4. ~ LOCATION OoF WILL (Report location clearly and 3n accordance with any State requirements.®
. Eee alio space 17 below.) DIVISIUN Ur W

At surface . b
GAS & MINING

Cedar Rim

10. FIELD AXD POOL, Ok WILDCAT

i ~927' FNL, 1855!.FEL (NWNE)

BURYEY Ox ARNA

Sec. 18, T3S,

1l. sBC, T, R, M, O BLX. AND

R6W, USM

TR rnun'-xo. 15. ELZVATIONS (Show whether by, XT, G2, etc.) 12, coUMXY OR raxiaN| 13 srTazx
43-013-31081 Duchesne - Utah
s

-~ - Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data ’ -‘

NOTICE OF INTERTIOX T03 ..~

~ BUBSXQUEINY REFORT OF:

YXLET WATEK SHEUT-OFF ! PULL OR ALTER CABING

" WATER SROT-OYF

FRACTURK TREAT MULTIPLE COMPLETE

FRACTURE XREATMEXT

SHOOT OX ACIDIZE ABRAXDON®

RBOUTING OR ACIDIZING
(Other)

XX

REPAIR WELL

CHANGE FLAXS

REPAIRING WELL
| . ALTERING CABING
ABANDONMENT® .

.

(Otber)

giorz: Report results of multiple completion ‘on Well
ompletion or Recompletion Report and Log torm.)

17. PLXCRIAE I'ROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent detalls, and
' pro work. If well is directionally drilled,
_nent to this work) ®

Zive pertinent dates,

9-20-85 Acidize Wasatch perforations from 7853'-9170' with 20,000 gals,

154 HCL, .

Including estimated date of starting any
give subsurface Jocations and measured and true vertical depths for ali markers and zones perti-

18, I bereby “m::in the forggoing is true gHa correct ) - :
§ BIGNED ,,/ ‘/Z d ral TirLe _Division Engineer DATE 9/27/85

(This space for Federal or State office use)

" APPROVED BY TITLE

‘ DATE
"’ CONDITIONS OF APPROVAL, IF ANY: :

*See Instructions on Reverse Side




k)‘ STATE OF UTAH ‘ ' e Norman H.”Bongerfer, Governor

NATURAL RES_OURCES 7 . Dee C. Hansen, Executive Director
vOII, Gas & Mining . ’ Dianne R. Nielson, Ph.D., Division Director

355 W. North Temple + 3 Triad Center - Suite 350 + Sait Lake City, UT 84180-1203 « 801-538-5340

February 10, 1986

Linmar Energy Corporation
7979 East Tufts Ave.
Parkway Suite 604

Denver, CO 80237

Gentlemen:

Re: Biddle 6-18C6 Well - Sec. 18, T. 3S, R. éW
Duchesne County, Utah - API 43-013-31081

A review of our records indicates that submittal of the
Completion Report for the referenced well is past due. 1In
accordance with Rule 312 of the 0il and Gas Conservation General
Rules, Form DOGM-3 "Well Completion or Recompletion Report and Log",
together with copies of logs run, shall be filed with the Division

within 90 days after completion.
The DOGM-3 Form is enclosed for your convenience, as is a copy
of Rule 312. '

Respectfully,

Ngfman C. Stout
Administrative Assistant

ts .
Enclosure
cc: Dianne R, Nielson

Ronald J. Firth

John R. Baza

File

0356/1

an equal opportunity employer




n 9-330
ev. 5-6‘3)

SUBMIT IN DUPLIC

(See other n-
structions on
reverse side)

UN(‘D STATES
DEPARTMENT OF THE INTERIOCR
GEOLOGICAL SURVEY -

Form approved.
Budget Bureau No. 42-R355.5.

5. LEASE DESIGNATION AND SERIAL NO.

14-20-H62~4310

WELL COMPLETION OR RECOMPLETION REPORT AND LOG*

6. IF INDIAN, ALLOTTEE OR TRIBE NAME

Ute

Ta. TYPE OF WELL: ?\{l{)‘LL ‘ (\JVAESLL pRY D o -
b. TYPE OF COMPLETION: %5‘ Y
RS R et [0 phek nESVR. D okaf §
2. NAME OF OPERATOR ]
Linmar Energy Corporation i e=h

. ADDRESS OF OPERATOR

7979 E. Tufts Ave. Pkwy.,

Ste. #604, Denver, COlOlS?\?i%!OWW

|
‘aﬁgwﬁm.x. Na, T

g UNIT AGREEMENT NAME
. N N

 N/A
SARM OR LEASE

Biddle

NAME

6-18C6

10, FIELD AND POOL, OR WILDCAT

At'surface 927' FNL, 1855' FEL (NW/NE/A
At:top prod. interval reported below Same.

At'total depth Same .

“LOCATION OF WELL (Report location clearlu and in accordance with any State rﬁlﬂ;emegg & M&N‘NG

Cedar Rim
11, SEC., T, R, M, OR BLOCK AND SURVEY
OB AREA

. SEC-18

, T35, R6W, USM

12. COUNTY OR 13. STATE

; 14, PERMIT NO. - i DATE ISSLUED
' < ! : PARISH . .
: 43~013-31081: | i327-85 Duchesne Utah
15. DATE SPUDDED 16. DATE T.0. REACHED | 17. DATE COMPL. (Ready o prod.) |- 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 19. ELEV. CASINGHEAD

3-28-85 5-9-85 9-23-85 6,328"' GR _ -Same
20. TOTAL DEPTH, MD & TVD 21. PLUG, BACK T.D.,, MD & TVD 22, IF MULTIPLE COMPL,, | 23. INTERVALS ROTARY TOOLS CABLE TOOLS

' ) HOW_MANY® L DRILLED BY : )
10,582" 10,535 o X | |
' 25. WAS DIRECTIONAL

24. PRODUCING INTERVAL(S), OF THIS COMPLETION—TOP, BOTTOM, NAME (MD AND TVD)*

SURVEY MADE

.7_,853' - 10,474',@:&1 Rlyer_/.w.asatch ‘ ' No -

26. TYPE ELECTRIC AND OTHER LOGS RUN ] e e - 27. WAS WELL CORED
(CNL ﬂDc _GR, CALYSP, DIL.D 7 o No

CA“ING RECORD (Report all strings set in well)

= CASING SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEME 717F§L?'nnc6nb AMOUNT PULLED
9-5/8" 364 2,008" 12-1/4" 598 sx. RFC, 200 sx. "G"
5-1/2" 23# & 20# 10,582 8-3/4" 1110 sx. Lightwt. ITIT, 500 sx. ngh
I [
29. LINER RECORD 30. TUBING RECORD
8IZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) S1ZE DEPTH SET (MD) PACKER SET {MD)
B ) 2-7/8" | 9,110" 79,1107

C.

31, PERFORATION RECORD (Interval, size and number) 392,

DEPTH INTERVAL (MD)

10,474'-9,210"

ACID, SHOT, FRACTURE, CEMENT SQULEZE LT

AMOUNT AND KIND OF \1ATEIUAL LSLD

25,000 Gal. 15% HCL

(See attachments.)

9,170'-7,853" 20,000 Gal. 15% HCL
33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping—size and type of pump) WELL STATUS (Producing or
. shut-in) N

7-17-85 Pumping Producing

DATE OF TEST HOURS TESTED CHOKE SIZB PROD'N, FOR 01L—BBL. GAS—MCF, WATER—BBL. GAS-OIL RATIO
TEST PERIOD

9-24-85 24 —0- sl 249 | 107 |21 .

FLOW. TUBING PRESS. | CASING PRESSURE giLCULATED OIL-—BBL. - GAS—MCF. WATER—BBL. OIL GRAVITY-API (CORR.) B
-HOUR RATE
2500 45 — ] 249 ] 107 l 21

34, DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) Flared TEST. WITNESSED BY -

Gas Sales Contract under negotiation. Mike Quinn
35. LIST OF ATTACHMENTS

Perforation record. ?é 03 /2 [’ﬁ)

36. 1 hereby certlfy that the foregoin"/an attached information is complete and correct as determined from all availapie records

QOO/L 7, 19/{& o 2-10-86

T1 M. Ronleder

Production Clerk

SIGNED TITLE DATE

*(See Instructions and Spaces for Additional Data on Reverse Side)
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| Ponm OGO T SUBMIT & TRITLICATE* s It
< Z GF UTAH (()U)t.‘rx;‘(ljm}n\ on i 2 2 i s €
. b ¢ side
DEPAR IRENT F NATURAL RESOURCES
: DIVISION OF O!L GAS. AND MINING 5. LEASE DIBIGNATION AND REKIAL NG
14-20-H62-4310
SUNDRY NOTICES AND REPORTS ON WELLS e, auiom o8 Ry
{Dc not use this form for proposals to drill or to deepen or plug back to a different reservolir,
Use “"APPLICATION FOR PERMIT—" for -uchgrqpou.) 3 Ute
1 7. UNKIT AGREENENRT NAME
OIL GAS
wELL WwWELL oTRIR ST N/A
2. NAME OF OPERATOR ﬁ %,& g 8. FARM OR LEASE KANXE
. g T A 1960 i
Linmar Fnergv Corporation e DE]SJLQ 1dob Biddle
8. ADDRESS OF OPKRATOR 9. WELL X0,
SIS PN s -
P.0. Box 1327 DIVISION OF _6-18C6
4. LOCATION OF WELL (Report location clearly and ib accordance with any 8] le eyiirerhy KR 10. FIELD AXD FOOL, OR WILDCAT
Bee also space 17 below.) 7 ‘ - Re8 ‘3\* lé 'fm ‘\ "3‘
At surface Cedar Rim
927' FNL, 1855' FEL (NW NE) 11 s®C, T, R, M, OR BLK. AND
SORYEY OR ARBA
Sec. 18, T3S, R6W, USM
14. FERMIT NO. 15. sixvaTioNB (Bhow whether pr, XT, OX. ota) 12. COUNTY OXx PaXISH| 18, ETATA
43-013-31081 6328 GR Duchesne Utah
1e. Check Approprniate Box To Indicate Nature of Netice, Report, or Other Data
NOTICE OF INTENTION TO: SUBBEQUENT REPORT OF;
TEST WATER BHUT-OFF PULL OR ALTER CASING WATER BHUT-OYF RETAIRING WELL
FRACTURE TREAT MULTIPLE COMPLETE FRACTURT TREATMENT ALTERING CABING
BHOOT OR ACIDIZE ABANDON® SBHOUTING OR ACIDIZING ABANDONMENT?®
REFAIR WELL CUANGE PLANE (Other) 1
) {NOTE: Report results of multiple completion on Well
tOther} Completion or Recompletion Repert and Log form.)
37 PERCRIGL r-v»u;«:‘»s;" Ok COMPLETED OPERATIONS (Clesrly state all pertinent detalls, snc¢ give pertinent dates. inciuding estimsted date of piarting any

progp O 37 weli 1s girectionally drilled. give mubsuriace tocations and measured and true verticval depths for all markers andé xonex perti-

nent 1o 'Lhu \H.*L .

Linmar intends to nlug and abandon the subject well.
Fnclosed are copies of the following:
nm 1) Plusging Procedure
2) Current wellbore diagram
3) Wellbore after plugging

18. I hereby certify that the forego! is true and correct
~
siGNED " (’f;bu,qvpfmmEProductlon Engineer pare 12/10/86

(This space for Federal or State office use) ACC_EPTED BY THE STATE

331;}5%%%5 EF APPROVAL, IF ANY: TTLE OF Ul Al’?ﬁV‘l‘S‘l‘@N‘@F‘—
Federal approval of this actier OIL, GAS, AND MINING
is required before commencing ) L2 L LB e ”
opsrations. *See Instructions on Reverse Side B\ ‘ 7%/ . /¢\




R LINMEAR ENERGY CORPORATION
: : Roosevelt, UT B4266
Bigdle &6-18C

AFERH LELALE-BEE
Decaember 9, 198&

Wizl DATA:

Perforations: 9,210~ 1@, 4747 (69, ERT7 perfs) )
T, 835% — 3,172 (9%, 207 perfs)

Last Stimulation: umqum pallows 15% HCL (3/21/785)

Bridoe Plup: N—-1 CIERP B 927

Packey Depti: 5 1/8" R-3 @ 7799

1o MIRY workover rig.  NU BOPE.
o PUOOH w/thg, Mational Cavity, & R-3 packer.

G PU amd RIH w/3 172" CIBP and set olug @ 774

ot
~

4. RU Dowell and cement as Follows:
a)  bBpot 25 sacks class § cement on top of CIERA.
BY  Epot 1282 foof cement plug at 2, 0007,
cﬂ?i et surface casing and Fill arrmular area with
Smenit.

. Cut off well head ard erecht dry hole marber,
G. RDMO service unit,

7. Salvapge swrface eguipment and reclaim locabior.

1E/10/886
MEG /w?@






WELL:

LOCATION:
OPERATOR:
CONTRACTOR:
OBRJECLIVE ZONE:
ESTIMATED 'TD:

LINMAR-BIDDLE 6-18C6

SEC. 18, T3S, R6W, DUCHESNE COUNTY, UTLAH
LINMAR ENERGY CORPORATION

BULLET, RIG #9

WASATCH FORMATION

10,500 PAGE 21

9-21-85 Cont'd)

9--22-85
9-23~85
9-24~85
9-25-85
9-26-85
9;27~85
9-28~-85

9-29-85

ISTP 13004

5 min Vac.

Max Psi 5900#

Avg. PST 53204

Max Rate 10 BPM

Avg. Rage 10 BPM

Rig down move out Dowell. Shut well in for night.

DC: $19,900 CUM: $19,900
Acidized

Pumped 16 hours, 192 BO, 20 BW, 107 MCFs 2500 psi. install new pump.
pumped 24 hours, 249 BO, 21 BW, 107 MCF, 2500 psi.

Pumped 24 hours, 147 B0, 30 BW, 112 MCF, 2500 psi.

Pumped 24 hours, 163 BO, 15 BW, 112 MCF, 2350 psi.

Pumped 12 hours, 60 BO, 12 BW, 72 MCF, O psi. Waukesha down
Pumped 24 hours, = 199 BO, 60 BW, 123 MCF, 2300 psi.

Pumped 22 hours, 104 BO, 52 BW, 123 MCF, 2300 psi. Waukaéha down.

\//;INAL REPORT.



‘‘‘‘‘‘‘‘‘
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WELL: LINMAR-BIDDLE 6-18C6

LOCATION: SEC. 18, '[3S, R6W, DUCHESNE COUNIY, UTAH -
OPERATOR: LINMAR ENERGY CORPORATION

CON'TRACTOR: BULLET, RIG #9

OBJECTIVE ZONE: WASATCH FORMATION

ESTIMATED TD: 10,500 PAGE

20

9-18-85 (cont'd) Run #4; 8114-16,8105,8098,7972,7970,7962,7951,7947,7922,7918,
7914,7907,7900,7868,7853.
64 intervals, 69 feet, 207 holes.
Pick up Baker 5 1/2'" R-3 packer and National V type cavity
with BS in place. Run in hole with 239 joints 2 7/8" N80
tubing. Set packer at 7799' with 12,000# compression. Remove
BOP and install well head. Hook up flow.lines and rig down
service units.

DC:  $18,000 : - CUM: | $26,600
9-19-85 Shut in.
9-20-85 Shut in.
9-21-85 Move in fig'up Dowell. Test lines. Acidize Wasatch perforations

with 20,000 gal 15% HCL acid. Dropping-400 7/8" ball sealers.
Flushing w 85 BIW.

BBLS TBG PSIT CSG PSI RATE
14 Filled tubing

20 ' 1480 1270 6.0
40 5020 , 2510 10.0
60 - 4580 2380 10.0
80 4810 2360 10.0
100 4850 2380 10.0
120 4890 2550 10.0
140 4960 2590 10.0
160 4970 2610 10.0
180 4980 2650 10.0
200 4980 2670 10.0
220 4940 2710 10.0
240 4990 2720 10.0
260 - 4990 2730 10.0
280 4980 2740 10.0
300 5000 2760 ° 10.0
320 5020 2780 10.0
340 , 5020 2800 10.0

Bled Casing 2390

360 5020 2390 10.0
380 5010 2410 10.0
400 5040 2440 10.0
420 5050 2460 10.0
440 5080 2480 10.0
460 5170 2500 10.0
475 5210 2540 10.0
Start Flush

480 5220 2540 10.0
500 5890 2670 10.0
520 5580 2740 10.0
540 5510 ‘ 2840 10.0

560 - 5340 2910 10.0



WELL:
LOCATION:
OPERATOR:
CONTRACTOR:

OBJECTIVE ZONE:

ESTIMATED 'ID:

LINMAR-BIDDLE 6-18C6

SEC. 18, T3S, R6W, DUCHESNE COUNTY, ULAH
LINMAR ENERGY CORPORATION

BULLETL, RIG #9

WASATCH FORMATION

10,500 PAGE = 19

9-9-85

9~-10-85

9-11-85

9-12-85

9-13-85

9-14-85

9~15-85

9-16-85

9-17-85

9-18-85

Pumped 24 hours, 2 BO, 188 BW, 0 MCF, O psi.
Pumped 24 hours, 6 BO, 96 BW, O MCF, 3100 psi.
Pumped 24 hours, 4 BO, 114 BW, 0 MCF, 2800 psi.

Pumped 24 hours, 8 BO, 115 BW, 0 MCF, 2800 psi.

Pumped 22 hours, 4 BO, 80 BW, O MCF, 0 psi.

- Move in rig up Pool Well Service #233. Nipple down well

head, nipple up BOPE. Unset packers. Trip out of hole
with 280 joints tubing, National pump cavity, Baker snapset
packer, 6 joints tubing, and Baker R-3 packer. Lay down
packers and pump cavity. Pick up Baker model N-1 CIBP and
trip in hole on 284 joints tubing. Set CIBP at 9200'. Fill
hole with 96 barrels formation: water and test CIBP, casing
-and pipe rams to 3000 psi. Pull 284 joints tubing. Shut
well in for night. Will perforate 9--16~85 AM.

DC: $5,200 CUM: $5,200

Shut down for Sunday.
Shut down for perforations.

Rig up 0il Well Perforators. Nipple up lubricator and test
to 3000 psi. Run in hole with 4" perforating gun to 790'. Hung

up in paraffin. Pull out of hole with 4" gun. Rig down Oil

Well Perforators. Trip in hole with 100 stands tubing to
approximately 6300". Rig up Hot Oiler. Pump 10 barrels diesel
and follow with 250 barrels 260F ¥W. Trip out of hole with

100 stands tubing. Lay down 48 joints. Shut well in for night.
Will perforate tomorrow AM.

DC: $3,400 ' CUM: $8,600

Circulated well to remove paraffin. Pull out of hole with 50
joints tubing. Rig up 0il Well Perforators to perforate from 9170"'
to 7853' with 4" casing gun shooting 3 JSPF. Test lubricator
to 3000 psi. Run in hole and perforate as follows:
Run #1. 9170,9148,9143,9015,8999—9001,8932,8928,8910,8898,8892,
.8883,8874,8758,8754,8734,8725,8690.
Run #2; 8670,8664,8660,8621,8885,8576,8568. Gun failed. Pull
out of hole. Replace collar locator. Run in hole to finish
run. Run #2 cont'd. 8560,8558,8548,8528,8522-24,8517,8498,
-8481,8466, .
Run {#3; 8454,8442,8426—28,8418,8404,8370,8359,8337,8328,8294,
' 8264,8262,8253,8223,8167,8156-58.



. I : f

WELL: LINMAR~BIDDLE 6-18C6

LOCATLION: SEC. '18, T3S, R6W, DUCHESNE COUNTY, UTAH
OPERATOR: LINMAR ENERGY CORPORATION
CON'TRACTOR: BULLET, RIG #9
OBJECTIVE ZONE: - WASATCH FORMATLION
ESTTIMATED TD: 10,500" PAGE 18
8-22-85 Jet Tfiplex Failure
8-23-85 Shut -In.
8-24-85 Pumpgd 17 hours, 7 BO, 110 BW, O MCF, 2600 psi.
8-25-85 Pumpéé 24 hours, 9§ BO, 140 BW, O MCF, 2650 psi.
8~26—85 Pumped 21 hours, 8 BO, 120 BW, 0 MCF, O psi.
8-27-85 Pumped 18 hours, 4 BO, 49 BW, 0 MCF, 2650 psi. Ran Valves
8-28-85 Pumped 12 hours, 0 BO, 80 BW, O MCF, O psi. Trealer upset
8-29-85 Pumped 24 hours, O BO, 120 BW, 0 MCT, 2700 psi.
8-30-85 Pumped 24 hours, 18 BO, 140 BW, 0 MCF, 3200 psi.
8-31-85 Pumped 24 hours, 3 BO, 151 BW, O MCF, 3200 psi.
9-1-85 pumped 24 hours, 0 BO, 175 BW, 0 BW, 3200 psi.
9-2-85 pumped 24 hours, 1 BO, 96 BO, 0 MCF, 2800 psi.
9-3-85 Pumped 24 hours, 2 BO, 188 BW, 0 MCF, 3200 psi.
9-4-85 Pumped 18 hours, 0 BO, 78 BW, O MCF, 3200 psi.
9-5-85 Move in rig up Pool Rig #233. Nipple down well head. ©Nipple

up BOP. Release R-3 packer. Pick up and run in hole with 7
joints tubing. Sting into and release Model C Bridge Plug.

" pull out of hole with Model C bridge plug. Pick up redressed
5 1/2" R-3 packer, 7 joints tubing, 5 1/2" Model MRl snapset,
National V cavity, and 280 joints tubing. Set R-3 packer at
9313' and snapset at 9125' with 11000# compression. Fill hole
with 145 barrels water. Hole would not test. Shut down for

night.
DC: - $7600 - CUM: $7600
9-6-85 Rurt in hole with sandline. Chase SV to seat. Fill hole with

90 barrels formation water and test to 2500 psi. Rig down

service unit.
DC:  $1100 cuM:  $8700

9-7-85 Pumped 10 hours, 0 BO, -10 BW, 0 MCF, 2000 psi. Wireline pump to bottc

9-8-85 Pumped'Zl hours, 9 BO, 75 BW, O MCF, 2900 psi. Install charge pump. |



® RECEIVED

WELL: LINMAR-BIDDLE 6-18C6 SEP 09 1385
LOCATION: SEC. 18, T3S, R6W, DUCHESNE COUNTY, UTAH
OPERATOR: LINMAR ENERGY CORPORATION SAVISION OF On
CONTRACTOR: BULLET, RIG #9 GES 2 ey
OBJECTIVE ZONE: WASATCH FORMATION
»: ESTIMATED '[D: 10,500 PAGE 17
| 8-5-85 Pumped 12 hours, 5 BO, 25 BW, 0 MCF, O psi. Down 12 hrs. LO
! 8-6-85 Pumped 18 hours, 3 BO, 120 BW, O MCF, 3200 psi. Down 6 hrs.
to repair triplex.
8~7-85 Pumped 24 hours, 12 BO, 126 BW, 0 MCF, 3200 psi.
8-8-85 Pumped 24 hours, 2 BO, 131 BW, O MCF, 3200 psi.
8-9-85 Pumped 24 hours, 0 BO, 120 BW, 0 MCF. 3000 psi.
8-10-85 Pumped 24 hours, 0 BO, 141 BW, O MCF, 3000 psi.
8-11-85 Pumped 17 hours, 5 BO, 50 BW, 0 MCF, 2200 psi.
8-11-85 Move in rig up Pool Rig #233. Shut down well. Remove well head.

Release R-3 packer and pick up 19 joints 2 7/8" tubing. Latch
onto RBP at 9714'. Pull out ofhole and lay down 12 joints tubing.
Set Model C RBP at 9310'. Pull out of hole and lay down 7

joints tubing. Set packer at 9125'. Install well head. Rig
down service unit. Return well to production.

DC: $1800 v CUM: $1800
8-12-85 Pumped 14 hours, 6 BO, 55 BW, O MCF, O psi.
8-13-85 Pumped 18 hourss 3 BO, -34 BW, O MCF, 2100 psi.
8-14~85 Pumped 24 hours, 8 BO, 44 BW, 0 MCF, 2100 psi.
8-15-85 Day 1; Move in rig up Prarie Gold Well Service #4. Bled well

down. Nipple down well head. Nipple up BOP. Release packer.
Pull out of hole with 280 joints tubing. Lay down cavity, packer
and retrieving head. Pick up retrieving head, redressed Baker
model R3DG Packer, National type V cavity, and run in hole with
280 joints tubing. Set packer at 9125' WLM, with 12,000# down

on packer. Nipple down BOP. Nipple up well head. Fill hole
with 80 barrels formation water. Test hole to 3000#, held 5

min. Rig down move out service unit.

DC: $5600 CUM: $5600
8-16-85 Trying to get pump to bottom
8-17-85 Broaching tubing.
8-18-85 | Broached tubing and try to get pump to bottom.
8-19-85 Pumped 11 hrs, 5 BO, -139 BW, 0 MCF, O psi. Run new pump

8-20-85 Pumped 18 hours, 4 BO, -20 BW, 0 MCF, O psi. High 0il

8-21-85 Pump Change - Triplex Failed
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WELL: LINMAR-BIDDLE 6-18C6 AUG 1 4 1985
LOCATION: SEC. 18, T3S, R6W, DUCHESNE COUNTY, UTAH
OPERATOR: LINMAR ENERGY CORPORATION . -
CONTRACTOR: BULLET, RIG #9 DIVISION UF OIL
OBJECTIVE ZONE: WASATCH FORMATION GAS & MINING
ESTIMATED TD: 10,500 PAGE - 16

7-23-85 Pumped 14 hours, 0 BO, 159 BW, 0 MCF, 3000 psi. Down 10 hours

clean hole and drop pump.

7-24-85 Pumped724 hours, 0 BO, 263 MCF, 0 MCF, 3000 psi.

7-25-85 Pumped 24 hours, 0 BO, 260 BW, 0 MCF, 3000 psi.

7~-26-85 Pumped 24 hours, 0 BO, 253 BW, 0 MCF, 3000 psi.

7-27-85 Pumped 24 hours, 0 BO, 244 BW, O MCF, 3000 psi.

7-28-85 Pumped 12 hours, 0 BO, -3 BW, 0 MCF, 100 psi. Down 12 hrs. RW

7-28-85 Day 1; Move in rig up Pool Well Service Rig #233. Nipple down

tree. Nipple up BOP. Pull out of hole with 280 joints EUE
tubing. Lay down Model R packer. ©Pick up 5 1/2" Baker model C
RBP, retrieving head, xo, rebuilt model R packer and V type
pump cavity, without SV. Run in hole with 280 joints. Pick up
and run in hole with 30 joints to 10,700'. Set Model C RBP.
Pull out of hole and lay down 30 joints. Confirm absence of
RBP. Nipple down BOP. Nipple up Well head. Pump 10 barrels

. formation water. Drop SV. Pump 90 barrels formation water.
Emptied rig tank. Nipple up triplex lines. Fill hole with

7 barrels formation water. Test packer and SV to 1000 psi.

Let well Circulate overnight.

DC: $6800 CUM: $6800
7-29-85 Pumped 12 hours, 0 BO, 228 BW, 0 MCF, 3300 psi.
7-30-85 Pumped 18 hours, O BO, 78 BW, O MCF, 0 psi. down 6 hours rained out
7-31-85 Pumped 22 hours, 11 BO, 159HEW, 0 MCF, 3100 psi. Ran Valves.
8-1-85 Pumped 24 hours, 0 BO, 181 BW, 0 MCF, 3100 psi.
8-2-85 Pumped 24 hours, 3 BO, 199 BW, 0 MCF, 3100 psi.
8-3-85 Day 1; Move in rig up Pool Well Service 233.
DC: $1300 CUM: $1300
8-4-85 Day 2; Shut down pump. Nipple down well head. Release R3DG packer.

Nipple up BOP. Pick up and run in hole with 29 joints tubing to
10,070. Latch on Baker Model C Bridge plug. Pull out of hole

and lay down 1l joints tubing. Set Baker model C bridge plug

at 9714"'. Pull out of hole and lay down 18 joints tubing. Nipple
down BOP. Set Baker model R3DG packer at 9125' WLM with 10,0004
down on packer. Nipple up well head. Fill hole with 80 barrels
formation water. Test hole to 2500#, held 15 min. Rig down

move out service unit.

DC:  $2200 CUM:  $3500



LINMAR-BIDDLE 6-18C6

WELL:
LOCATION: SEC. 18, T3S, R6W, DUCHESNE COUNTY, UTAH
OPERATOR: LINMAR ENERGY CORPORATION
CONTRACTOR: BULLET, RIG #9
OBJECTIVE ZONE: WASATCH FORMATION
ESTIMATED 'TD: 10,500" . PAGE 15
7-13-85 (cont'd) 260 8 4330
280 8 4350
300 8 4330
320 8 4330
340 8 4320
360 8 4350
380 8 4380
400 8 4370
420 8 4390
440 8 4350
460 8 4400
480 8 4400
500 8 4430
520 7 4520 »
540 7 4750 Good ball action
560 7 4780
580 7 4740 Begin flush
600 7 5060
620 7 4590 Good ball action
640 7 4650 Treesaver started leaking
660 7 4680 - Shut down at 12:55 pm
RATE PRESSURE
Max 8 5060
Avg "8 4348 v
181P _ 3100
5 min 2390
10 min 2270
15 min 1950

7-14~85
7-15-85
7-16-85
7-17-85
7-18-85
7;19—85
7-20-85
7-21-85

7-22-85

Rig down Dowell. Shut well in overnight.
DC: $24,300 : CuM: $96,300

Down 7 hours, swabbing 17 hours.
Swab 10 hours, shut in 14 hours.
Swab 9 hours, shut in 15 hours.
Shut in.
Shut in.
Shut in.
.
Shut in.
Shut in,

Pulled blanking sleeve and ran standing valve.



WELL: LINMAR-BIDDLE 6-18C6

LOCATION: SEC. 18, '[3S, R6W, DUCHESNE COUNTY, UTAH
OPERATOR: LINMAR ENERGY CORPORATION

CONTRACTOR: BULLET, RIG #9

OBJECTIVE ZONE: WASATCH FORMATION

ESTIMATED 'ID: 10,500 PAGE 14

7-9-85 (Cont'd) Run #1; 10474,10462,10442,10428,10377,10371,10352,10342,10308,
10306,10275,10242,10238,10166,10162,10125,10108-10.
Pressure start 0 psi. Pressure end 0 psi.

Run #2: 10095,10033-35,10018,10000,9983,9978,9971,9932,9928,
9926,9920,9880,9878,9872,9852~54. Pressure start: 0 psi.
Pressure end 0 psi.

Run #3: 9848,9811,9806,9777,9774,9769,9674,9672,9668,9660,
9594,9587,9572,9570,9528,9517,9491. Pressure start: O psi.
Pressure end: O psi.

Run #4; 9485,9479,9422,9403,9391,9357,9353,9347,9340,9330,
9286,9278,9273,9266,9248,9238,9210. Pressure start 0 psi.
Pressure end: 0 psi.

Rig down 0il Well Perforators. Pick up Baker 5 1/2" R-3 packer
and National V type pump cavity with blanking sleeve in place.

Run in hole with 280 joints 2 7/8" N80 EUE 8 rd tubing. Set packer
at 9110'. Test packer, blanking sleeve and casing to 3000 psi.
Remove BOP and install well head landing tubing with 12,000#

compression.
DC: $57,800 CUM: $70,400
7-10-85 Day 5; TSIP 750#. Bled off. Rig up Swab. Made 11 runs.
Swabbed down to 9110'. Recover 51 barrels fluid. Trace of oil
in fluid. Rig down move out service unit.
DC: $1600 CUM: $72,000
7-11-85 Wait on Acid Job.
7-13-85 Rig up Dowell to acidize the Wasatch perfs from 10,474' to 9,210'

with 25,000 gal 157 HCL containing 200 gal corrosion inhibitor
and 165 gallons scale inhibitor. Install treesaver, hold safety
meeting and test lines to 9000 psi. Pump acid, dropping 300
RCNB's throughout as follows:

CUM RATE PRESSURE COMMENT

bbl BPM psi

0 0 150 Start at 11:20 am
20 7 50

40 2 2350 Set treesaver in fubing
60 8 4060

80 7 3870 Lost one pump truck
100 8 4250

120 8 4260

140 8 4290

160 8 4330

180 8 4300

200 8 4320

220 8 4300

240 8 4320
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RECEIVED

WELL: LINMAR-BIDDLE 6-18C6

LOCATION: SEC. 18, T3S, R6W, DUCHESNE COUNTY, UTAH

OPERATOR LINMAR ENERGY CORPORATION JUL 2% 1985
CONTRACTOR BULLET, RIG #9

OBJECTIVE ZONE: WASATCH FORMATION AVISILN OF Gl
ESTIMATED [D: 10,500 PAGE {3k % MINHING

5-12-85 (cont'd) and rig up Dowell, circulate casing bottoms up, rig up Dowell and

cement with 1110 sxs Lightweight IIT with 107 salt (BWOW), 10#

| per sk kolite, .25# per sk cellophane .37 D120 retarder, tailed

I with 500 sxs Class "G" with 10% salt (BWOW) .25# per sk Cellophane
.3% D121 Retarder, displaced with 227 barrels water, bumped

| plug with 2800/31-0 psi, bleed back 1.5 barrels, float held,

| plug down at (9:09 pm on 5-11-85, wait on cement, set slips with
155,000# down weight, nipple down BOP's, make rough cut, nipple

' down BOP's, make final cut on casing, nipple up production tree.
Cement job also had 10 bls CW 200 and spacer 3000 ahead of cement.

BGG: 400. TG: 1500.

DC: $145,497 CUM: $825,800

DMC: S 4,514 CMC: $209,768

5-13-85 10,582" Day 46; Remarks: Nipple up production tree, clean mud tanks
and lay down kelly, rig down rotary tools. Rig released at
1:30 pm on 5-12-85.
DC: $69,683 CUM: $895,483
DMC: §$ 2,108 CMC: $211,877

Wait on completion unit.

- Drop from report until activity resumes.

7-4-85 Day 1; Move in rig up WOWSCO #26. Nipple down well head.
Nipple Up BOP. Pick up 4.5" OD mill, scraper and 323 joints
2 7/8" tubing and 15'. Tag f£ill at 10,488'. Pick up 15'
circulate bottoms up. Shut in for night.

DC: $3600 CUM: $3600
7-5-85 Shut down for Independence Day.
7-6-85 Day 2; Rig up power swivel. Nipple up stripper head. Run in

hole 15', wash down 5', tag cement at 10,493'. Mill down 42'

to 10,535"'. Circulate bottoms up. Rig down power swivel. Nipple
down stripper head. Test casing to 3000#, held 5 min. Pull

out of hole 28' and lay down 78 joints. Drop ball, pump ball
down. Test tubing to 5000#, held 5 min. Pump ball out. Pull

out of hole with 246 joints tubing. Test blind rams to 3000#,

held.
DC: $2500 CUM: 6100
7-7-85 Day 3; Move in rig up 0il Well Perforators. Run CCL-Bond logs
from 10,531' to 3600'. Shut in for night.
DC: $6500 CUM: $12,600
7-8-85 Shut down for Sunday.
7-9-85 Day 4; Rig up 0il Well Perforators to perforate the Lower Wasatch

DIL-GR intervals from 10,474' to 9210' with 4" casing guns shooting 3
JSPF. 1Install lubricator and test to 3000 psi. Perforate as

follows:
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WELL: LINMAR~BIDDLE 6-18C6

LOCATION: SEC. 18, T3S, R6W, DUCHESNE COUNTY, UTAH

OPERATOR: LINMAR ENERGY CORPORATION

CON'TRACTOR: BULLET, RIG #9

OBJECTIVE ZONE: WASATCH FORMATION

ESTIMATED TD: 10,500" PAGE 12

5-8-85 10,561"' Day 41; Drilling, made 210' 4in 23 1/2 hrs. MW 9.2+, Vis 53,

WL 10, Cake 1, PH 10. Remarks: Drill, rig service, drilling
at 10,561'. Lost approx 300 bls mud in last 24 hrs. Show 65
10294~-310"'; Drill Rate: before 8.5 min, during 5 min, after 8.5
min. Formation Gas: before 560 units, during 800 units, after
400 units. No o0il or flour, trace of green oil. Show 66;
10342-370"'; Drill Rate: before 9 min, during 6 min, after 7.5
min. Formation Gas: before 400 units, during 800 units, after
150 units. No flour or cut, trace greenish oil. BGG: 500.

| cG: 1100.
; DC: $18,263 CUM: $630,185
DMC: $11,255 CMC: $192,839

5-9-85 10,582"' Day 42; Drilling, made 21' in 2 1/2 hrs. MW 9.3+, Vis 44,

WL 9.2, Cake 2, PH 10. Remarks: Drill to 10,582', circulate
and repair high drum clutch, short trip. 40 stands (15,000 drag
on 34th stand out), circulate and make volume (lost approx

250 bls mud on trip, lost approx 200 bls while circulating out
trip gas) pull out of hole for logs, rig up Dresser Atlas and
run lst log, tagged fill at 6,280, pull out of hole with logs,
trip in hole to make clean up run. BGG: 700. CG: 1200/1500.

TG: 3200.
DC: $9,977 CUM: $640,162
DMC: $2,779 CMC: $195,618

5-10-85 10,582' Day 43; MW 9.4, Vis 42, WL 8.4, Cake 1, PH 10. Remarks: Trip
in hole with in 40' of TD, come out ofhole, circulate, pull out
of hole, rig up Dresser Atlas and run E logs (lst run DI, DIL,
SP, Gamma Ray, 2nd run FDC, CL Gamma Ray, Caliper at report time
logs were running real good, Drillers TD 10,582, SLM 10,578.70'.
WL TD 10,586'. No correction made.
DC: $13,530 CUM: $653,692
DMC: S 6,512 CMC: $202,130

5-11-85 10,582' Day 44; MW 9.4, Vis 53, WL 10, Cake 2, PH 10.5. Remarks:
Run logs and rig down loggers, trip in hole, cut drilling line,
trip in hole, wash 87' to bottom (15' of fill) circulate bottoms
up, short trip 20 stands (5' of fill) circulate bottoms up,
lay down drill pipe and drill collars, no problems on trip laying
down pipe. BGG: 200. CG: 2000. TG: 2500.
DC: $26,981 CUM: $680,303
DMC: $ 3,124 CMC: $205,254

5-12-85 10,582' Day 45; MW 9.5+, Vis 53, WL 8.4, Caké 1, PH 8.5. Remarks:

Lay down drill pipe and drill collars, pull wear ring, rig up
casing crew and run a total of 254 joints of 23# and 20# S95 and
N80 LE&C casing as follows, Dowell side jet shoe, 1 joint of

23# S95, Dowell Diff Fill Float collar, 18 joints of 23# S95
(total length 844.18"), 145 joints of 23# N80 (total length
6088.47') 90 joints of 20# N80 (total length 3660.19') Landed

at 10,582'", float collar at 10,546.66'. Pick up rotating head



WELL: LINMAR-BIDDLE 6-18C6

LOCATION: SEC. 18, T3S, R6W, DUCHESNE COUNTY, UTAH
OPERATOR: LINMAR ENERGY CORPORATION

CONTRACTOR: BULLET, RIG #9

OBJECTIVE ZONE: WASATCH FORMATION

ESTIMATED 'ID: 10,500 PAGE 11

5-5-85 (cont'd) Show 55; 9756-82'; Drill Rate: before 9 min, during 6 min,
after 6 min. TFormation Gas: before 10 units, during 200 units,
after 30 units. No flour or cut, fair amt darkgreen oil.

Show 56; 9842-54'; Drill Rate: before 6.5 min, during 5.5 min,
after 7 min. Formation Gas: before 80 units, during 225 units,
after 180 units. No cut, flour or oil. Show 57; 9862-68'

Drill Rate: before 6.5 min, during 6 min, after 7.5 min,
Formation Gas: before 180 units, during 300 units, after

200 units. No cut, flour, trace or light brown oil. Show 58;
9878-94; Drill Rate: before 7.5 min, during 5 min, after 6.5
min. Formation Gas: before 180 units, during 500 units, after
400 units. Fair cut, yellow flour, trace yellow oil. BGG: 200.

CG: 1560.

DC: $10,768 CUM: $582,509

DMC: §$ 2,680 CMC: $169,925
5-6-85 10,154 Day 39; Drilling, made 226' in 23 1/2 hrs. MW 9.3, Vis 50,

WL 10, Cake 1, PH 10. Remarks: Drilling, service rig, drilling
at 10,154', have lost approx 700 barrels mud last 24 hrs.

BGG: 400. CG: 700/1800. Show 59; 9946-56'; Drill Rate: before

7 min, during 5.5 min, after 6 min. Formation Gas: before 200
units, during 400 units, after 200 units. Trace of cut, no flour,
trace of yellow green oil. Show 60; 9982-10,000'; Drill Rate:
before 6.5 min, during 4 min, after 5 min. Formation Gas: before
200 units, during 1300 units, after 300 units. Trace of cut,

no flour, trace yellow green oil.

] DC: 519,027 CUM: $601,536
DMC: 611,659 CMC: $181,548
5-7-85 10,351" Day 40; Drilling, made 197' in 23 1/2 hrs. MW 9.3, Vis 55,

WL 10.8, Cake 1, PH 10. Remarks: Drilling, rig service,
drilling at 10,351', have lost approx 600 bls mud last 24 hrs.
Show 61; 10006-12; Drill Rate: before 6.5 min, during 5.5 min
after 7 min. Formation Gas: before 300 units, during 550 units,
after 240 units. Show 62; 10030-52; Drill Rate: before 6.5 min,
during 6 min, after 6.5 min. Formation Gas: before 240 units,
during 500 units, after 200 units. No flour or cut, trace of green
oil. Show 63; 10108-116'; Drill Rate: before 7.5 min, during
5.5 min, after 8 min. Formation Gas: before 400 units, during
800 units, after 400 units. No cut, flour, trace of green oil.
Show 64; 10227-29; Drill Rate: before 8.5 min, during 7.5 min,
after 8.5 min, Formation Gas: before 200 units, during 560 units,
after 350 units. Trace of cut, 1o flour, some yellow green oil.

o BGG: 600. CG: 1750.
DC: - $10,386 ‘ CUM: $611,922
DMC: $§ 2,817 CMC: $184,401




WELL:
LOCATION:
OPERATOR:

CONTRACTOR:
OBJECTIVE ZONE:
ESTIMATED 'ID:

LINMAR-BIDDLE 6-18C6

SEC. 18, T3S, R6W, DUCHESNE COUNTY, UTAH

LINMAR ENERGY CORPORATION

BULLET, RIG #9

WASATCH FORMATION

10,500' PAGE 10

4-30-85 9,272°

5-1-85

5-2-85

5-3-85

5-4-85

5-5-85

9,272"'

9,353'

9,557'

9,742'

9,928'

Day 33; MW 9.5+, Vis 42, WL 12, Cake 1, PH 7.5. Remarks:

Work tight hole at 3,287' to 3,194', pull out of hole(strokes
to fill 1209') trip in hole with drill collar and 12 stands

of drill pipe and pick up rotating head, repair low drum clutch
trip in hole (lost approx 180 bls mud on trip), ream tight hole
from 6,871 to 6,941'. BGG: 100. TG: 2500.

DC: $25,085 CUM: $533,600

DMC: $17,837 CMC: $159,655

Day 34; MW 9.4, Vis 80, WL 8.8, Cake 2, PH 10. Remarks:
Ream to bottom from 6,941 to 7,850 (909'). We are getting

a lot of sloughing type sample as we are reaming down (big
thick pieces and narrow and long slivers type pieces) No mud
lost. BGG: 1250. CG: 1750. TG: 3250.

DC: §7,114 CUM: $541,514
DMC: $ 193 CMC: $159,848

Day 35; Drilling, made 81' in 10 hrs. MW 9.4+, Vis 67, WL 7.2,
Cake 2, PH 10. Remarks: Reaming from 7,850 to 9,272, circulate
for 30 minutes to get bottoms up gas up hole before we started
to drill, drilling at 9,353. No other problems. Lost approx 50
bls mud. BGG: 10-15. CG: 50. TG: 3250.

DC: $10,359 CUM: $551,873

DMC: $ 2,991 CMC: $162,839

Day 36; Drilling, made 204' in 23 1/2 hrs. MW 9.5, Vis 120/78
WL 6.8, Cake 1, PH 9. Remarks: Drill, rig service, drilling at
9,557'. No losses. BGG: 10-20. CG: 90-100. °

DC: $12,040 CUM: $563,913

DMC: $ 3,676 CMC: $166,515

Day 37; Drilling, made 185' in 23 1/2 hrs. MW 9.5, Vis 53,
WL 8.2, Cake 2, PH 10.5. Remarks: Drill, rig service, drilling

at 9,742. Lost approx 100 bls mud last 24 hrs. Show 54; 9590-

9608; Drill Rate: before 7.5 min, during 6 min, after 7.5 min.
Formation Gas: before 4 units, during 88 units, after 20 units.
No oil, flour or cut. BGG: 15. CG: 210.

DC: $7,828 CUM: §571,741

DMC: §$§ 730 CMC: $167,245

Day 38; Drilling, made 186' in 20 1/2 hrs. MW 9.3, Vis 58,

WL 9.6, Cake 2, PH 10.5. Remarks: Drilling, lost partial
returns, mix LCM, pick up and build volume, resume drilling

with partial returns, regain full returns after 700 bbl loss,
drilling, lost another 450 bbls mud, drilling at 9,928, have one
nozzle plugged drilling with full returns at report time.

BGG: 200. CG: 1560.



WELL:

LOCATION:
OPERATOR:
CONTRACTOR:
OBJECTIVE ZONE:
ESTIMATED TD:

LINMAR-BIDDLE 6-18C6

SEC. 18, T3S, R6W, DUCHESNE COUNTY, UTAH
LINMAR ENERGY CORPORATION

BULLET, RIG #9

WASATCH FORMATION

10,500' PAGE

4-26-85 9,124

4-27-85 9,214

4-28-85 9,214

4-29-85 9,272'

Day 29; Drilling, made 213' in 23 hrs. MW 8.8+, Vis 52,
WL 10, Cake 1, PH 11. Remarks: Drill, rig service, drill,

repair on pump, drilling at 9,124'. No problems or losses.
BGG: 350. CG: 730.

DC: $10,422 CUuM: $447,078
DMC: $ 3,292 CMC: $107,272

Day 30; Drilling, made 90' in 11 hrs. MW 8.9+, Vis 57,

WL 10.8, Cake 2, PH 10.5. Remarks: Drill, rig service,

drill to 9,214', lost returns (build volume and mix LCM to
35%), returns started to come back (started to circulate
bottoms up, circulate 30 minutes, well started to flow)well
flowing, shut in and check for pressures SIDPP 0, SICP 0,
circulate thru choke and raise weight to 9.0 ppg, check flow,
(well still flowing) circulate thru choke and raise weight

to 9.2 ppg. Took a 20 bbl gain when well was flowing. Show 53;
9214'; Drill Rate: before 7 min, during 7 min. Formation Gas:
before 50 units, during 2000 units, after 1200 units. No flour,
no cut, small amount of lightbrown (green) oil. BGG: 350/1100.
CG: 2000.

DC: $§11,274 CUM: $458,352

DMC: $ 3,816 CMC: $111,088

Day 31; MW 9.4+, Vis 44, WL 8.8, Cake 1, PH 10. Remarks:
Well flowing (shut in) circulate thru choke and raise weight
to 9.2 ppg and circulate to surface, well still flowing,
circulate and raise weight to 9.4 ppg, well still flowing,
circulate and raise weight to 9.6 ppg, well still flowing,
circulate and raise weight to 9.7 ppg, well still flowing-
very small amount (take off choke and circulate thru buster
until bottoms up) Ream 70' to bottom. Lost approx 500 bls
mud in last 24 hours. BGG: 100/200. CG: 1200/2000.

DC: $19,862 CUM: $478,214
DMC: $13,044 CMC: $124,132

Day 32; Drilling, made 58' in 8 1/2 hrs. MW 9.4, Vis 40

WL 10.4, Cake 1, PH 10. Remarks: Drill, lost returns at

9,223" (Build volume and mix LCM, circulate with 70-80% returns)
drill with full returns, circulate bottoms up (check flow, small
flow, short trip 20 stands, circulate bottoms up, pull out

of hole, work tight hole from 6,977' to 6,793"', pull out of
hole. BGG: 150. CG: 500. TG: 1800.

DC: $30,301 CUM: $508,515

DMC: $17,686 CMC: $141,818



WELL:

LOCATION:
OPERATOR:
CONTRACTOR:
OBJECTIVE ZONE:
ESTIMATED TD:

LINMAR-BIDDLE 6-18C6

SEC. 18, T3S, R6W, DUCHESNE COUNTY, UTAH

LINMAR ENERGY CORPORATION

BULLET, RIG #9

WASATCH FORMATION

10,500" PAGE g

4-20-85 (cont'd)

4-21-85 8,440'

[ 4-22-85 8,621"'
|

4-23-85 8,621

4-24~-85 8,665'

4-25-85 8,911'

BGG: 1750. CG: 2000.
DC: $13,206 CUM: $373,660
DMC: $ 3,387 CMC: $ 80,605

Day 24; Drilling, made 199; in 23 hrs. MW 9.1, Vis 48,

WL 7.2, Cake 1, PH 10.5. Remarks: Drill, rig service, drill,
survey, drilling at 8,440'. No problems. Survey 6° at 8276'.
BGG: 750. CG: 1200.

DC: $8,998 CUM: $382,658

DMC: $3,280 CMC: $ 83,885

Day 25; Drilling, made 181' in 22 1/2 hrs. MW 9.3, Vis 51,

WL 8, Cake 2, PH 11. Remarks: Drill, rig service, drill to
8,621"', circulate bottoms up. No problems or losses. Show 51;
8424-436"; Drill Rate: before 7.5 min, during 4.5 min, after

7 min. Formation Gas: before 900 units, during 1000 units,
after 800 units, Yellow flour, no cut, trace of yellow grn oil.
BGG: 600. CG: 1200.

DC: $8,763 CUM: $391,421

DMC: $1,749 CMC: $ 85,634

Day 26; MW 9.4, Vis 50, WL 8, Cake 1, PH 12. Remarks: Circulate
bottoms up, drop survey, pull out ofhole, magnaflux drill collars
and BHA, (lay down 3 cracked drill collars. Trip in hole with
drill collar, wait on drill collar and unload same, pick up 3
drill collars and trip in hole (tagged bridge at 6658') pick

up kelly and wash bridgé (lost returns) Lost circulation( mix
LCM and pump 30 to 40% LCM with 35-40 vis, lost approx 1550
barrels mud. BGG: 600. Survey 4.25° at 8621'.

DC: $12,931 CUM: $404,352

DMC: $ 1,746 CMC: $ 87,380

Day 27; Drilling, made 44' in 4 1/2 hrs. MW 8.9, Vis 50,

WL 26, Cake 2, PH 10. Remarks: Lost returns (lost approx

350 barrels mud) circulate bottoms up with 80-90% returns, ream
to bottom from 6,658 to 8,621 , drilling at 8,665'. No other
problems. Lost approx 450 bls mud in last 24 hrs. BGG: 400.
CG: 800. TG: 3500.

DC: $8,771 CUM: $413,123

DMC: $§ 75 CMC: $ 87,455

Day 28; Drilling, made 246' in 23 1/2 hrs. MW 8.8, Vis 50,

WL 10, Cake 2, PH 10.5.°! Remarks: Drill, rig service,

drilling at 8,911. Lost approx 100 bls mud. BGG: 500. CG: 1200.
DC: $23,533 CUM: $436,656

DMC: $16,525 CMC: $103,980
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4-18-85 7575 Day 21; Drilling, made 360' in 23 1/2 hrs. MW 8.6, Vis 31,

WL 38, PH 12. Remarks: Drill, rig service, drilling at 7,575".

No problems or losses. Show 39; 7298-304'; Drill Rate: before

3.5 min, during 2 min, after 3 min. Formation Gas: before

4 units, during 36 units, after 12 units. Yellow flourescence,

slow cut, no oil. Show 40; 7320-324'; Drill Rate: before 3.5

min, during 2 min, after 3 min. Formation Gas: before 12 units,
during 100 units, after 20 units. Yellow flourescence slow cut,

no oil. Show &l; 7362-390'; Drill Rate: before 4 min, during

2 min, after 3 min. Formation Gas: before 4 units, during 84 units,
after 20 units. Yellow orange flourescence, no cut or oil. Show

423 7405-414"; Drill Rate: before 4 min, during 2.5 min, after 3.5
min. TFormation Gas: before 16 units, during 54 units, after 28
units. Yellow flourescence, fair stream cut, trace of darkbrown oil.
BGG: 12. CG: 20. TG: 250.

DC: $12,082 CUM: $351,118

DMC: $ 2,657 CMC: $§ 75,852

4-19-85 7,880' Day 22; Drilling, made 305' in 22 1/2 hrs. MW 8.8, Vis 32,
Cake 2, PH 12.5. Remarks: Drill, rig service, install rotating
head, drill, survey, drilling at 7880'. No problems or losses.
Show 43; 7680-688'; Drill Rate: before 4 min, during 2.5 min,
after 4.5 min. Formation Gas: before 10 units, during 55 units,
after 10 units. No oil, flourescence or cut. Show 445 7710-722";
Drill Rate: before 5.5 min, during 3 min, after 4.5 min.
Formation Gas: before 16 units, during 150 units, after 20 units.
No flourescence, no cut, trace of lightbrown oil. Show 45; 7754-
766'; Drill Rate: before 5 min, during 2.5 min, after 3.5 min.
Formation Gas: before 10 units, during 100 units, after 44 units.
No flourescence or cut. Trace of lightbrown oil. Show 46; 7836~
838'; Drill Rate: before 5 min, during 4 min, after 5 min. Formation
Gas: before 16 units, during 48 units, after 16 units. No oil,
flourescence or cut. BGG: 12. CG: 20. Survey 5.5° at 7707'.
DC: $9,336 CUM: $360,454
DMC: $1,366 CMC: $ 77,218

4-20-85 8,241" Day 23; Drilling, made 361' in 23 1/2 hrs. MW 8.6, Vis 39,
WL 22, PH 11.5. Remarks: Drill, rig service, drilling at
8,241'. No problems or losses. Raise mud weight to 9.1 ppg to
control background gas. Show 47; 7886-896"'; Drill Rate: before
4.5 min, during 3 min, after 3.5 min. Formation Gas: before
14 units, during 40 units, after 20 units. No oil, flourescence
or cut. Show 48; 7920-928'; Drill Rate: before 3.5 min, during
3 min, after 4 min. Formation Gas: before 20 units, during
80 wunits, after 40 units. No oil, flourescence or cut. Show
49; 7940-964; Drill Rate: before 4 min, during 2.5 min, after
3.5 min. Formation Gas: before 40 units, during 160 units,
after 65 units. Yellow flour, fair cut, abnt yellow oil. Show 50;
7982-012; Drill Rate: before 4 min, during 2.5 min, after 3 min.
Formation Gas: before 100 units, during 3600 units, after 2000 units.

No o0il, flour or cut.
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WASATCH FORMATION

10,500 PAGE ¢

4-16-85  6,967'

4-17-85 7,215'

Day 19; Drilling, made 362' in 23 1/4 hrs. MW 8,9, Vis 31,

Cake 3, PH 11.5. Remarks: Drill, survey and rig service,
drilling at 6,967'. No problems or losses. Show 31; 6748-758";
Drill Rate: before 4 min, during 3 min, after 4 min. Formation-
Gas: before 12 units, during 50 units, after 24 units. No oil,
flourescence or cut. Show 32; 6870-878'; Drill Rate: before
4.5 min, during 3.5 min, after 4.5 min. Formation Gas: before
24 units, during 65 units, after 35 units. No oil, flourescence
or cut. SHow 33; 6860-866'; Drill Rate: before 4 min, during
2.5 min, after 4 min. Formation Gas: before 12 units, during
40 units, after 10 units. No oil, flourescence or cut. BGG: 10.
CG: 15. Survey 5° at 6612'.

DC: $9,676 CUM: $329,324

DMC: S 976 CMC: $ 71,308

Day 20; Drilling, made 248' in 14 1/2 hrs. MW 8.7, Vis 37,

Cake 2, PH 12.5. Remarks: Drill, rig service, drill, survey,
drill to 7,204', drop survey, pull out of hole, check BOP's,

trip in hole, cut drill line, trip in hole, work tight hole

at 7,129', wash 75' to bottom, drilling at 7,215'. Lost approx.
75 barrels mud in last 24 hours. Show 34; 7029-040'; Drill Rate:
before 4 min, during 3 min, after 3.5 min. Formation Gas; before
4 units, during 28 units, after 20 units. Yellow flourescence,
weak cut, trace of lightbrown oil. Show 35; 7040-060'; Drill
Rate: before 4 min, during 2.5 min, after 3.5 min. Formation
Gas: before 20 units, during 88 units, after 20 units. Yellow
flourescence, fair cut, trace of darkbrown oil. Show 36; 7060~
080'; Drill Rate: before 3.5 min, during 2.5 min, after 4 min.
Formation Gas: before 35 units, during 25 units, after 40 units.
Yellow flourescence, slow cut, trace of lightbrown oil. Show 37;
7122-128'; Drill Rate: before 3.5 min, during 2 min, after 3.5 min.
Formation Gas: before 10 units, during 45 units, after 16 units,
Yellow flourescence, no cut, trace of lightbrown oil. Show 38;
7156-166"'; Drill Rate: Before 3.5 min, during 1 min, after 4
min. TFormation Gas: before 20 units, during 150 units, after 40
units. Yellow flourescence, no cut, lightbrown oil. BGG: 24,

CG: 64. TG: 250. Survey 5° at 6999'. 5.25° at 7204'.

DC: $§9,712 CUM: $339,036

DMC: $2,157 CMC: $§ 73,195
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4-12-85 (cont'd)

4-13-85 5,770"

4-14-85 6,165’

4-15-85 6,605'

Show 22; 5324-330'; Drill Rate: before 3.5 min, during 2.5 min,
after 4 min. Formation Gas: before 30 units, during 90 units,
after 20 units. Dull flourescence, yellow cut, trace of light
brown oil. Survey 4.75° at 5128. BGG: 10. CG: 20.

DC: $12,074 CUM: $283,435

DMC: $ 1,334 CMC: $ 62,106

Day 16; Drilling, made 284' in 19 1/2 hrs. MW 8.6, Vis 33,

Cake 2, PH 11.0. Remarks: Drill, drop survey, pull out of

hole (tight on 2,6,12 stands), trip in hole, wash 90' to

bottom, drilling at 5,770'. No other problems on trip or

losses. Show 23; 5502-506'; Drill Rate: before 6 min, during

4 min, after 5.5 min. Formation Gas: before 20 units, during
35 units, after 20 units. Yellow flourescence, milky cut, no oil.
Show 24; 5544~550'; Drill Rate: before 3.5 min, during 3 min,
after 4.5 min. Formation Gas: before 4 units, during 20 units,
after 8 units. No oil, flourescence or cut. Show 25; 5582-590';
Drill Rate: before 4 min, during 2 min, after 4 min. Formation
Gas: Dbefore 8 units, during 90 units, after 20 units. No
flourescence, milky cut, darkbrown oil. Show 263 5608-616";
Drill Rate: before 4 min, during 2 min, after 3 min. Formation
Gas: before 20 units, during 55 units, after 16 units. Yellow
flourescence, no cut, trace of lightgreen oil. BGG: 6. CG: 10.
TG: 160. Survey 4° at 5488'.

DC: $13,102 CUM: $296,537

DMC: $ 5,205 CMC: $ 67,311

Day 17; Drilling, made 395' in 23 1/2 hrs. MW 8.5, Vis 37,

Cake 2, PH 12.0. Remarks: Drill, rig service, drilling at
6,165'. No problems or losses. Show 27; 5862-872'; Drill Rate:
before 3.5 min, during 5.5 min, after 3.5 min. Formation Gas:
before 10 units, during 36 units, after 10 units. No oil,
flourescence or cut. Show 28; 5946-948'; Drill Rate: before

2 min, during 2.5 min. after 4 min. Formation Gas: before 10
units, during 44 units, after 10 units. No flourescence or cut,
trace of darkbrown oil. Show 29; 6082-090'; Drill Rate: before
4 min, during 2.5 min, after 3 min. Formation Gas: before 10
units, during 56 units, after 12 units. No oil, flourescence or
cut. BGG: 10. CG: 14-20.

DC: 811,718 CUM: $308,255

DMC: $ 2,358 CMC: $ 69,669

Day 18; Drilling, made 440' in 23 1/4 hrs. MW 8.7, Vis 37,

Cake 2, PH 12.0. Remarks: Drill, survey and rig service,
drilling at 6,605'. No problems or losses. Show 30; 6286-294';
Drill Rate: before 2.5 min, during 3 min, after 2.5 min.
Formation Gas: before 10 units, during 45 units, after 4 units.
BGG: 6-8. CG: 10.

DC: $11,393 CUM: $319,648

DMC: $ 393 CMC:  $ 70,062
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4~-11-85 5,036'

4-12-85 5,486

Day 14; Drilling, made 394' in 18 1/2 hrs. MW 8.5, Vis 35,

Cake 2, PH 12. Remarks: Circulate and drop survey, pull out

of hole (tight at 4470', trip in hole, wash 120' to bottom,

drilling at 5,036'. no problems or losses. Survey 5° at 4614'.

Show 8; 4622-658'; Drill Rate: before 6 min, during 2 min,

after 2.5 min. Formation Gas: before 14 min, during 44 units,
after 20 units. No oil, flourescence or cut. Show 9; 4700-720';
Drill Rate: before 3 min, during 2.5 min, after 3 min. Formation
Gas: before 20 units, during 68 units, after 15 units. No oil
flourescence or cut. Show 10; 4740-748'; Drill Rate: before

3 min, during 2.5 min, after 3 min. Formation Gas: before 15 units,
during 100 units, after 30 units. No oil, flourescence or cut.

Show 11; 4776-782'; Drill Rate: before 3 min, during 2.5 min,

after 4 min. Formation Gas: before 20 units, during 30 units, after
20 units. orange flourescene, weak cut no oil. Show 12; 4792-800'
Drill Rate: before 5 min, during 3 min, after 3 min. Formation
Gas: before 20 units, during 35 units, after 30 units, no oil,
flourescence or cut. Show 13; 4826-836'; Drill Rate: before 3 min,
during 2 min, after 2.5 min. Formation Gas: before 26 units,
during 44 units, after 36 units. No oil,.flourescence or cut.

Show 14; 4884~494'; Drill Rate: before 3 min, during 2 min, after

2 min. Formation Gas: before 40 units, during 60 units, after

50 units. No oil, flourescence or cut. Show 15; 4946-948'; Drill
Rate: before 2.5 min, during 2 min, after 2.5 min. Formation Gas:
before 36 units, during 60 units, after 36 units. No oil, flourescence
or cut. Show 16; 4950-964'; Drill Rate: before 2.5 min, during

2 min, afger 2.5 min. Formation Gas: before 36 units, during 90
units, after 50 units. Yellow flourescence, slow milky cut, no oil.
BGG: 40. CG: 70. TG: 65.

DC: $9,940 CUM: $271,361

DMC: $§ 600 CMC: $ 60,772

Day 15; Drilling, made 450' in 23 1/4 hrs. MW 8.5, Vis 33,

Cake 2, PH 12. Remarks: Drill, survey and rig service, drilling
at 5,486'. No problems or losses. BGG: 10. CG: 20. SHow 17;
5084-090'; Drill Rate: before 3 min, during 1.5 min, after 3.5
min. Formation Gas: before 40 units, during 60 units, after 50
units. No flourescence or cut. Trace of brown oil. Show 18;
5176-180'; Drill Rate; before 3 min, during 1.5 min, after 3.5 min.
Formation Gas; before 20 units, during 70 units, after 20 units.
Lightgreen flourescence, no cut, trace of lightbrown oil. Show 19;
5256-264"; Drill Rate: before 3.5 min, during 2.5 min, after 3
min. Formation Gas: before 10 units, during 55 units, after 20
units, dull flourescence, yellow cut, trace of lightbrown oil.

Show 20; 5388-94'; Drill Rate: before 2.5 min, during 2 min, after
3 min. Formation Gas: before 25 units, during 95 units, after

50 units. Dull flourescence, yellow cut, trace of lightbrown oil.
Show 21; 5300-310'; Drill Rate: before 3 min, during 2.5 min,
after 3.5 min. Formation Gas: before 50 units, during 100 units,
after 30 units. Dull flourescence, yellow cut, trace of lightbrown

oil.
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4-7-85 3579 Day 10; Drilling, made 516' in 22 hrs. MW 8.9, Vis 35, Cake 2,

PH 10.0. Remarks: Drill, survey, drill, rig service, drill to
3270, lost returns (lost approx 200 barrels, drilling at 3579.
No other problems. Lost approx 450 barrels mud in last 24 hours. -

DC: $33,076 CUM: $211,119
DMC: $20,583 cMC: $ 35,570
4-8-85 4,004 Day 11; Drilling, made 425' in 21 1/5 hrs. MW 8.7, Vis 32,

Cake 2, PH 10.0. Remarks: Survey, drill, rig service, drill

to 4,004', drop survey, pull out of hole, lost approximately

250 barrels mud at 3742', mud logger rig ip and logging at 4,000'.
Survey 4° at 3540'.

DC: $19,178 CUM: $230,297
DMC: $ 9,738 CMC: S 45,308
4~9-85 4,345 Day 12; Drilling, made 341' in 21 hrs. MW 8.7, Vis 36, Cake 2,

PG 12. Remarks: Pull out of hole, trip in hole, wash 65' to
bottom ( no fill), drill, rig service, drilling at 4,345'. Lost
approximately 150 barrels mud in last 24 hours. No problems on trip.
Survey 4.5° at 4004' Show 1; 4058-64'; Drill Rate: before 3.5 min
during 3 min, after 4 min. Formation Gas: before 15 units, during
30 units, after 15 units. no oil. Show 2; 4078-084'; Drill Rate:
before 3.5 min, during 3 min, after 4 min. Formation Gas: before
8 units, during 18 units, after 10 units. fair cut, trace of brown
oil. Show 3; 4132-140'; Drill Rate: before 3.5 min, during 2 min,
after 4 min. Formation Gas: before 10 units, during 32 units,
after 4 units. No oil, flourescence or cut. Show 4; 4190-196';
Drill Rate: before 4 min, during 2.5 min. after 3 min. Formation
Gas: before 6 units, during 22 units, after 12 units. 10% flour,
trace of cut, trace of brown oil. BGG: 10. CG: 30. TG: 100.

DC: $14,345 CUM: $244,642

DMC: $ 6,085 cMC: $ 51,393

4-10-85 4,642 Day 13; Drilling, made 297' in 23 hrs. MW 8.4, Vis 35, Cake 2,
PH 12. Remarks: Drill, rig service, drill, survey, drilling at
4,642'. No mud lost. Show 5; 4508 -513'; Drill Rate: Dbefore 5.5
min, during 4 min, after 5 min. Formation Gas: before 8 units,
during 20 units, after 11 units. Lightgreen oil, fair cut, no oil.
Show 6; 4522-526'; Drill Rate: before 4.5 min, during 5 min,
after 3.5 min. Formation Gas: before 14 units, during 18 units,
after 10 units. No oil, flourescence or cut. Show 7; 4562-570';
Drill Rate; before 6.5 min, during 3.5 min, after 6.5 min.
Formation Gas: before 10 units, during 28 units, after 12 units.
orange flourescence, weak cut, no oi. Survey 4.75° at 4530°'.

BGG: 12. CG: 16-18.
DC: $16,779 CUM: $261,421
pDMC: $ 8,779 CMC: $ 60,172
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4-3-85 2009' Day 6; MW 8.6, Vis 58, WL 20, Cake 3, PH 12.0. Remarks:

Ream from 1900 to 2009', circulate bottoms up, short trip to
drill collar (no drag, no tight spots), wash 30" to bottom and
circulate bottoms up (no £ill) pull out of hole to run casing,
rig up Parrish and run 50 joints of 9 5/8" J55 ST&C 36# casing,
with Baker side jet shoe and differential £il11l float collar,
landed at 2008', float at 1964', rig up Dowell and circulate casing
to bottom, no fill, rig up Dowell and cement with 598 scs RFC 10%
Gipseal 27 CaCl2 and 10# per sk Kolite, tailed with 200 sxs Class
"G" with .25# per sk D29 and 2% CaCl2, displace with 100/1000
psi, float held, plug down at 11:15 pm on 4/2/85 (lost returns
160 barrels in to lead system, no returns from that point) wait
on cement and wait on 1" pipe, run 441' of 1" pipe for top job.

DC: $38,111 CUM: $113,711
DMC: $ 1,571 CMC: $ 13,537
4-4-85 2,009’ Day 7; MW 8.4, Vis 27, Remarks: Rig up Dowell for top job (cemented

with 100 scs Class "G" with 3% CaCl2, wait on cement, run 120" of -
1" pipe, cemented with 125 scs Class "G" with 3%.CaCl2, wait on
cement, cut off conductor and casing and weld on wellhead and let
cool, pressure test wellhead at 1,000 psi for 15 minutes (test held(
nipple up BOP's, pressure test BOP's , tested pipe, blind rams, HCR
and Manual valve, manifold line and valves, kelly and valves, and
safety to 5,000 psi, hydril to 3,500 psi all held.

DC: $36,644 CUM: $150, 355
DMC: $§ 210 CMC: S 13,747
4-5-85 2,524 Day 8; Drilling, made 515' in 11 1/2 hrs. MW 8.4, Vis 27, PH 9.0.

Remarks: lay down 8" drill collar, install wear bushing, pick up
bottom hole assembly and 6-6.5" drill collar, trip in hole, drill
cement and float, pressure test casing at 300 psi for 5 minutes,
drill cement and shoe (tagged cement at 1948, tagged float at 1965)
drill formation, lost returns at 2163 (lost approx 300 barrels) drill
lost returns at 2295 (lost approx 150 barrels), drill, lost

returns at 2472 (lost approx 1000 barrels, lost 1450 barrels mud in
last 24 hours.

DC: $11,240 CUM: $161,595
DMC: $ O CMC: $ 13,747
4-6-85 3,063 Day 9; Drilling, made 539' in 15 1/2 hrs. MW 8.6, Vis 35, Cake 2,

PH 9.5. Remarks: lost returns (build volume and mix LCM - Vis 25,
LCM 25-30%, lost approx 1600 barrels mud, drill, survey, drill,
survey, drilling at 3,063'. No other problems. Lost 1850 barrels
mud in last 24 hours. Survey 2.75° at 2555'.

DC: $16,448 CUM: $178,043

DMC: $ 1,240 CMC: $ 14,987
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3-27-85 60 Remarks: Rig up rotary tools, should get spudded on 3/28/85.
DC: $850 CuM: $850
3-28-85 60' Remarks: Rig up rotary tools, (should get spudded by noon
today), mixing spud mud and starting to pick up BHA.
DC: $850 CuM: $1,700
3-29-85 602°' Day 1; Drilling, made 523' in 4 hrs. MW 8.4, Vis 34, Ph 11.5.

Remarks: Rig up rotary tools, pickup bottom hole assembly,
drill, survey, drill to 500', trip for bit #2 (drop survey)

| wash 30' to bottom, drilling at 602'. No problems. No losses.
Spudded in with 12.25" bit at 12:00 noon on 3/28/85.
DC: $17,697 CUM: $19,397

3-30-85 1080' Day 2; Drilling, made 478' in 20 1/2 hrs. MW 8.8, Vis 34, PH 11.5.
Remarks: Drill, rig service, drill to 774', drop survey, trip
for bit #3, drill, survey, drill, lost circulation at 1,027' (lost
approx 150 bls mud), build volume, drilling at 1,080'. No other

problems.
DC: $12,598 cuM:  $31,995
DMC: $ 1,230 : CMC: $ 1,230

3-31-85 1,557' Day 3; Drilling, made 477' in 17 1/2 hrs. MW 8.4, Vis 35, PH 11.0.
Remarks: Drop survey, trip bot bit #4, wash 100' to bottom with
60% returns, mix LCM pill returns coming back at 90% to 95%, drill
to 1250, drop survey, trip for bit #5, wash and ream 50' out of
gauge hole to bottom, drill, work on pumps, drilling at 1557'. No
other problem. Lost 200 barrels mud in last 24 hours. Survey 1.25°
at 1089'. 1 3/4° at 1250°'.

DC: $12,990 CUM: $44,985
DMC: §$ 1,047 CMC: § 2,277
4-1-85 1993’ Day 4; Drilling, made 436' in 22 hrs. MW 8.5, Vis 35, PH 11.5.

Remarks: Drill, survey and rig service, drill, lost circulation

at 1746'. lost approx 400 barrels mud, drill, survey, drilling at
1993'. Lost approximately 200 barrels mud at 1814. Lost 600 barrels
mud in last 24 hours. No other problems. Survey 1.5° at 1546.

1.5° at 1760°'.
DC: $14,039 CUM: $59,024
DMC: $ 2,264 CMC: S 4,541

4-2-85 2,009' Day 5; Drilling, made 16' in 3/4 hr. MW 8.8, Vis 35, PH 12.0.
Remarks: Drill to 2010', circulate bottoms up, drop survey, pull
out of hole (SLM on trip 2009.22'. board was 2010', no correction
made at this time), lay down shock sub and pick up bit sub and 12.25"
IBS, trip in hole (tagged at 873.85') Ream from 873' to 1900'.
No other problem. No mud lost in last 24 hours. Survey 2 3/4° at
2009'.
DC: $16,576 CUM: $75,600
DMC: $ 6,740 CMC: $§11,281
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Linmar intends to plug and abandon the subject well.
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SURFACE REHABTILITATICN
CONDITIONS OF APPROVAL

DIVISION OF
H o f‘, £ ;\_,”\{53'\3@ . .
Qi Ghs Hddmén will be cut-off a minimum of one foot below recontoured
ground surface, unless otherwise waived by the surface owner.

-If so waived, Linmar Energy Corporation must submit to the BIM an

affidavit signed by the surface owner stating that the condition of
the deadmen is acceptable after rehabilitation.

¥



for
the following stipulations are included in the procedure.

Biddle 6-18C6

o @ L
" 14-20-H62-4310

FEB 28 1587
DIVISION OF ' -
Oil., GAS & MINING

DOWNHOLE REGQUIREMENTS
CONDITIONS OF AFPROVAL

The yernal District Fetroleum Engineers have reviewed yvyour proposal
technical adequacy and concur with the downhole portion providing

CIBP will be tagged, either by wireline or tubing, to ensure that the
bridge plug is in place. -

After tagging, the CIBP will be pressure tested to a minimum pressure of
1000 psi for at least 5 minutes to ensure the integrity of the casing
string. Should a leak be detected, steps will be taken to find the source
of the leak before any cement plugs are set. After the source of the leak
has been found, the plugging program may be modified to take into account
repairing the leak after approved by the District Engineer.

A cement plug, of a minimum thickness of 100 feet, will be set from
4000-4100 feet to assure isolation of fresh water zones.

Should parafin or wax be evident during the plugging procedure, steps will be
taken to clean out the wellbore of the parafin and/or. wax. E

A 50 foot or 25 sx. surface plug will be set.

As the lease is still in its primary term, prior concurrence from the Ute
Tribe and BIA will not be necessary before initiating plugging operations.



FEB 26 1937

DIVISION OF
OiL. GAS & MINING

CONDITIONS OF AFFROVAL FOR WELL ABANDONMENT

Company Linmar Energy Corporation l.ocation NWNE, Section 18, T3S, R6W

Well No. Biddle 6-18C6 ' Lease No. 14-20-H62-4310

A COPY OF THESE CONDITIONS SHOULD BE GIVEN T0
YOUR FIELD REPRESENTATIVE TO ENSURE COMPLIANCE

1. This office will be notified sufficiently in advance of actual
plugging work so that a representative may have an opportunity to
witness the operation. If time permits, please try to notify this

office at least 24 hours in advance of rigging up.

2. Upon completion of the approved plugging program, erect the regul a-
tion marker in accordance with 43 CFR 3162.6(b) and clean up the site.
The marker should not be less than 4 inches in diameter and extend
approximately 4 feet above recontoured surtace level. Heap up the dirt
around the base of the marker about 18 inches to take care of any
settling of the cellar. The top of the marker will be closed or capped,
and the bottom of the marker will be placed in the top cement plug or
welded to or through a 1/4" steel plate which is welded onto the cut—off
surface casing. Fits must be fenced unless approved otherwise by the
authorized afficer,

3. The Afollowing minimum information will be permanently and legibly
placed on the marker with a plate, cap or welded bead:

A. Name of the operator.
B. Lease serial number.
C. Well number.

D. Surveyed description of the well; section, township and range
and either footages or quarter—-quarter section.

4. Within 30 days after well bore plugging operations have been com-
pleted, Form 3I160-5 (formerly Form 9-3I31), Subsequent Report of Aban—
donment, will be submitted to this office. The report must show the
location of all plugs or any mechanical setting device, quantity and
type of cement and additives in each plug, amount of casing or any
tubulars left in the hole, methods used to test plugs and test results,
and the status of the surface restoration. If a temporary delay in the
removal of equipment or suwface cleanup is deemed necessary, sa justify
in your report. This abandonment report will be approved by this office
with suwface rehahilitation stipulations. Liability for this well shall
not be released until the surfarce management agency approves the actual
site rehabilitation.




3. If not previously filed, submit in duplicate, Form 3I1L60-4 (formerly
Form =330, Well Completion or Recompletion Report and Log, well
history, electric logs, any ather surveys, and, if taken, core analysis
and water analysis. This completion report must he filed within 30 days
after the culmination of downhole plugging operations.

6. The Bureau of Land Management District Office address is:
Bureau of Land Management
170 South 500 East
Vernal, Utah 84078
(801) 789-1342

7. Far downhole concerns contact:

Jerry Kenczka ' Allen Mckee

Staff Engineer Statf Engineer

Work: (801) 789-1347 Work: (801) 789-1362
Home: (801) 781-1190 Home: (801) 781-1368

If neither of the above can be reached, please contact:

Cody Hansen

Assistant District Manager for Minerals
Wark: (801) 789-1362

Home: (801) 247-2318

8. For surface concerns contact the respective Resource Area Minerals
Staff specified in the Surface Rehabilitation Conditions of Approval .
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Petailed Plugging Procedure
Piddle &-18C6

Section 18, T35, REW
March 20, 1988

1. MIRU Service Unit. Remove wellhead. Install BOPE.

Z. Release packer. TOOH w/239 jts tbg. LD Natiornal pump cavity and
Baker R—3 packer.

3« PU Baker 3 1/2" CIRBP and RIH on 237 3ts tbg and set BR &877087.
Release from BP, pull up i3t, RIH and tag BP. LD 1 3t tho. Displace hole
with 175 bbls 8.7 ppg fresh water gel. Test casing and BP to 1082 psi
and hold for 3 min

4. RU Dowell arnd spot balanced 29 sk class § cement plug From
TTHaT to 74757,

S. POOH LD 112 jts thg. Spot 122° balanced Class 6 cemernt plug From
4122% to 41087,

&. POOH LD &4 jts thg., Spot 128%° balanced cement plug from 0087 to
13ga7 .

7. POOH LD &2 3ts tbg. Remove BOPE. Clean out cellar. Cut off
wellhead., PU 2 3ts 1.%9" thg. Spot €8 class 6§ cement plug iv 9 578" X 5
172" amnulus and inside 35 1/8" casing from 627 to surface.

8. Install dry hole marker.

9. Surface reclamation to ocouwr at a later date after surface
eguipment is removed.
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